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MODAL ANALYSIS

This application is a national phase application based on
PCT/IB2011/001370, filed May 3,2011, the content of
which is incorporated herein by reference. The present
application claims the benefit of priority to U.S. Provisional
Patent Application No. 61/282.980, filed on May 3, 2010;
U.S. Provisional Patent Application No. 61/282,981, filed on
May 3, 2010; U.S. Provisional Patent Application No.
61/282,983, filed on May 3, 2010; U.S. Provisional Patent
Application No. 61/282,984, filed on May 3, 2010; U.S.
Provisional Patent Application No. 61/282,985, filed on May
3, 2010; and U.S. Provisional Patent Application No.
61/282,986, filed on May 3, 2010. Each of these applications
is full incorporated herein in its entirety.

TECHNICAL FIELD

This application relates to apparatus and methods for
applying electromagnetic energy to an object.

BACKGROUND

Electromagnetic waves are commonly used to apply
energy to objects. Typically, such objects are located in a
cavity configured to receive electromagnetic energy. How-
ever, because the electromagnetic field distribution may be
dependent on the properties (e.g., the size of the object),
location, and orientation of the object as well as character-
istics of the source from which the energy is applied, it is
often difficult to apply electromagnetic energy in a control-
lable manner. One example of an electromagnetic energy
application device is a microwave oven. In a microwave
oven, microwaves are used to apply electromagnetic energy
from an energy source to the object through air. The elec-
tromagnetic energy is then absorbed by the object and
converted to theimal energy, causing the temperature of the
object to rise.

SUMMARY

Some exemplary aspects of the present disclosure may be
directed to an apparatus for applying electromagnetic energy
in the radio frequency (RF) range to an object in an energy
application zone via at least one radiating element. The
apparatus may include at least one processor. The processor
(s) may be configured to regulate the source in order to apply
a first predetermined amount of RF energy to a first region
in the energy application zone and a second predetermined
amount of RF energy to a second region in the energy
application zone. The first predetermined amount of energy
may be different from the second predetermined amount of
energy. As used herein, a predetermined value (e.g., amount
of energy) may be a value determined (e.g., by the proces-
sor) before energy application. In some embodiments, a
predetermined value may be determined before the begin-
ning of an energy application cycle. Additionally or alter-
natively, a predetermined value may be determined by the
processor during an energy application cycle, and used by
the processor later in the same and/or subsequent energy
application cycle. Determination may include selection
among a plurality of options. The determination may be
made by the processor, for example, based on input infor-
mation received from a user and/or from detectors that are
in, around, or in the vicinity of the energy application zone.

The at least one processor may be configured to determine
locations of the first region and the second region. The
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2

processor may also be configured to determine information
indicating a spatial location of the object in the energy
application zone; identify a first field pattern having a first
high-intensity region corresponding to a first area of the
spatial location of the object; and identify a second field
pattern having a second high-intensity region corresponding
to a second area of the spatial location of the object, wherein
the first area is different from the second area.

Additionally, the processor may be configured to excite
one or more standing waves in the energy application zone.
Each of the standing waves may have at least one high-
intensity region and at least one low-intensity region,
wherein field intensities associated with high-intensity
regions are higher than field intensities associated with
low-intensity regions. The processor may be configured to
cause the at least one high-intensity region of one or more
of the standing waves to coincides with a location of the
object. Further, the processor may be configured to excite a
plurality of standing waves and to select at least a portion of
the plurality of standing waves with high-intensity regions
that coincide with a location of the object. As used herein,
the term “excited” is interchangeable with “generated,”
“created,” and “applied”.

Another aspect of the disclosure may be directed to a
method for applying electromagnetic energy in a radio
frequency range to an object in an energy application zone
using a source of electromagnetic energy regulated by a
processor. The method may include determining locations of
a first region and a second region in the energy application
zone; determining a first amount of energy to be applied to
the first region and a second amount of energy to be applied
to the second region; and regulating the source to apply the
first amount of energy to the first region and the second
amount of energy to the second region. The first amount of
energy may be different from the second amount of energy.

Another aspect of the disclosure may be directed to an
apparatus for exciting a target electromagnetic field intensity
distribution in an energy application zone via at least one
radiating element that radiates RF energy. The apparatus
may include a processor. The processor may be configured
to select, from multiple electromagnetic field patterns, one
or more field patterns, based on the target electromagnetic
field intensity distribution; and cause the at least one radi-
ating element to excite the one or more selected field
patterns in the energy application zone.

Another aspect of the disclosure may be directed to a
method of exciting a target electromagnetic field intensity
distribution in an energy application zone via at least one
radiating element that radiates RF energy. The method may
include selecting from multiple electromagnetic field pat-
terns, which include linear combinations of at least three
linearly independent field patterns, one or more field pat-
terns, based on the target electromagnetic field intensity
distribution; weighting the selected field patterns such that a
sum of the field intensity distributions of the weighted field
patterns equals to the target field intensity distribution; and
exciting the one or more selected field patterns in the energy
application zone according to their weights.

An aspect of some embodiments of the disclosure con-
cerns the use of electromagnetic waves having certain
relationships with the dimensions of the energy application
zone. In some embodiments, the energy application zone
may be a cavity, and there may be a relationship between the
wavelength of the EM waves applied to the cavity and one
or more dimensions of the cavity. This relationship, dis-
cussed in detail below, is referred to herein as “modal
condition.” An apparatus operating to fulfill the modal
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condition is referred herein as a “modal apparatus,” and the
energy application zone or cavity of a modal apparatus is
referred herein as a “modal cavity.” Modal apparatus may
allow better spatial control of the heating or EM energy
distribution than apparatus that do not satisty modal condi-
tion.

Some embodiments may include the use and/or construc-
tion of a loss profile. A loss profile may include any
representation of the ability of an energy application zone or
an object to absorb energy across its volume. A loss profile
may be represented, for example, by a matrix, table or other
2D or 3D representation or map of a cavity, wherein each
portion of the map may be annotated (e.g., using notations,
cross-hatching, colors, etc.) in accordance with the ability of
that portion to absorb energy. In the case of an energy
application zone, a loss profile may include such represen-
tation across its volume with or without an object.

Some embodiments are described below using concepts
of modulation space (MS), and/or modulation space ele-
ments (MSE’s). The term “modulation space” or “MS” is
used to collectively refer to all the parameters that may affect
a field pattern in the energy application zone and all com-
binations thereof. Examples of such parameters may include
the frequency of an electromagnetic wave applied to the
energy application zone, the phase of such a wave in respect
of a certain wall defining the energy application zone, and
where more than one radiating elements are used, the
relative amplitude in which the energy is emitted from each
of the radiating elements. The term “modulation space
element” or “MSE” may refer to a specific set of values of
the variable parameters in the modulation space, for
example, the combined features of a wave, having frequency
01 900 MHz and phase of 30° may form an MSE. The terms
MS and MSE are discussed in more detail below.

As used herein, if a machine (e.g., a processor) is
described as “configured to” perform a task (e.g., configured
to cause application of a predetermined field pattern), then,
at least in some embodiments, the machine performs this
task during operation. Similarly, when a task is described as
being done “in order to” establish a target result (e.g., in
order to apply a plurality of electromagnetic field patterns to
the object), then, at least in some embodiments, carrying out
the task would accomplish the target result.

The preceding summary is merely intended to provide the
reader with a very brief summary of a few aspects of the
invention, and is not intended to restrict in any way the scope
of the claims. In addition, it is to be understood that both the
foregoing general description and the following detailed
description are exemplary and explanatory only and are not
restrictive of the claims.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings, which are incorporated in
and constitute a part of this specification, illustrate various
embodiments and exemplary aspects of the present disclo-
sure and, together with the description, explain principles of
the invention. In the drawings:

FIG. 1 is a schematic diagram of an apparatus for apply-
ing electromagnetic energy to an object, in accordance with
some embodiments;

FIGS. 2A and 2B illustrates a rectangular cavity in a
Cartesian coordinate system and a cylindrical cavity in a
cylindrical coordinate system, respectively, in accordance
with exemplary disclosed embodiments;

10

15

20

25

30

35

40

45

50

55

60

65

4

FIGS. 3A-3C illustrate exemplary field patterns in a
modal cavity consistent with principles of some embodi-
ments;

FIGS. 4A-4D illustrate exemplary field patterns in a
modal cavity consistent with principles of some embodi-
ments;

FIG. 5 illustrates an exemplary modulation space consis-
tent with principles of some embodiments;

FIG. 6A is a schematic diagram of an apparatus config-
ured to perform frequency modulation on electromagnetic
waves supplied to an energy application zone, in accordance
with some embodiments;

FIG. 6B is another schematic diagram of an apparatus
configured to perform frequency modulation on electromag-
netic waves supplied to the energy application zone, in
accordance with some embodiments;

FIG. 6C is a schematic diagram of an apparatus config-
ured to perform phase modulation on electromagnetic waves
supplied to an energy application zone, in accordance with
some embodiments;

FIG. 6D is a schematic diagram of an apparatus config-
ured to perform amplitude modulation on electromagnetic
waves supplied to an energy application zone, in accordance
with some embodiments;

FIG. 6E is another schematic diagram of an apparatus
configured to perform amplitude modulation on electromag-
netic waves supplied to an energy application zone, in
accordance with some embodiments;

FIG. 7 illustrates an exemplary loss profile in accordance
with some embodiments;

FIGS. 8A-8C illustrate exemplary energy application
zone discretization strategies in accordance with some
embodiments;

FIG. 9A is a flow chart of exemplary steps of creating a
loss profile in accordance with some embodiments;

FIG. 9B is a flow chart of an exemplary method for
applying specified energies to specified regions of the energy
application zone in accordance with some embodiments;

FIG. 9C shows a simplified block diagram of a processor
configured to regulate an electromagnetic energy source to
supply energy to an energy application zone in accordance
with some embodiments;

FIG. 10 is a flow chart of an exemplary method for
applying electromagnetic energy to the energy application
zone, in accordance with some embodiments;

FIGS. 11A-11C illustrate exemplary antenna placement/
selection strategies in a degenerate cavity, in accordance
with exemplary embodiments;

FIGS. 12A and 12B show exemplary normalized mag-
netic field magnitude curves;

FIG. 13 shows a flow chart of an exemplary method for
applying electromagnetic energy to an energy application
zone, in accordance with exemplary embodiments;

FIGS. 14A-14D illustrate degenerate cavities, in accor-
dance with exemplary embodiments;

FIG. 15 shows another flow chart of an exemplary method
for applying electromagnetic energy to an energy applica-
tion zone, in accordance with exemplary embodiments; and

FIG. 16 shows a flowchart of an exemplary method of
exciting a target electromagnetic field intensity distribution
in an energy application zone according to exemplary
embodiments.

DESCRIPTION OF EXEMPLARY
EMBODIMENTS

Reference will now be made in detail to exemplary
embodiments of the disclosure, examples of which are
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illustrated in the accompanying drawings. When appropri-
ate, the same reference numbers are used throughout the
drawings to refer to the same or like parts.

In one respect, some embodiments of the disclosure may
involve apparatus and methods for applying electromagnetic
energy to an object in an energy application zone. As used
herein, the term “apparatus” in its broadest sense may
include any component or group of components described
herein. For example, an “apparatus” as broadly used herein
may refer only to a processor, such as processor 30, as
illustrated, for example, in FIG. 1. Alternatively, an “appa-
ratus” may include a combination of a processor and one or
more radiating elements; a processor, a cavity, and one or
more radiating elements; a processor and a source of elec-
tromagnetic energy; a processor, a cavity, one or more
radiating elements, and a source of electromagnetic energy;
or any other combination of components described herein.

The term electromagnetic energy, as used herein, includes
any or all portions of the electromagnetic spectrum, includ-
ing but not limited to, radio frequency (RF), infrared (IR),
near infrared, visible light, ultraviolet, etc. In some cases,
applied electromagnetic energy may include RF energy with
a wavelength of 100 km to 1 mm, which is a frequency of
3 KHz to 300 GHz, respectively. In some cases, RF energy
within a narrower frequency range, e.g., 1 MHz-100 GHz,
may be applied. Microwave and ultra high frequency (UHF)
energy, for example, are both within the RF range. Even
though examples of the disclosure are described herein in
connection with the application of RF energy, these descrip-
tions are provided to illustrate a few exemplary principles,
and are not intended to limit the invention to any particular
portion of the electromagnetic spectrum.

Similarly, for exemplary purposes, this disclosure con-
tains a number of examples of electromagnetic energy used
for heating. Again, these descriptions are provided to illus-
trate exemplary principles of the disclosure. Disclosed
embodiments, as described and claimed, may provide ben-
efit for various products and industrial, commercial, and
consumer processes involving the application of energy,
regardless of whether the application of energy results in a
temperature rise. Persons of ordinary skill in the art will
appreciate that core, inventive principles of energy applica-
tion discussed herein may be applied for a variety of
purposes other than or including heating. For example,
electromagnetic energy may also be applied to an object for
heating, combusting, thawing, defrosting, cooking, drying,
accelerating reactions, expanding, evaporating, fusing, caus-
ing or altering biologic processes, medical treatments, pre-
venting freezing or cooling, maintaining the object within a
desired temperature range, or any other application where it
is desirable to apply energy.

Moreover, reference to an “object” (also known as a
“load”) to which electromagnetic energy is applied is not
limited to a particular form. An “object” may include a
liquid, solid, or gas, depending upon the particular process
with which the embodiment is utilized, and the object may
include composites or mixtures of matter in one or more
differing phases. Further, although the term “object” is in the
singular, it may refer to multiple items or detached parts or
components. Thus, by way of non-limiting example, the
term “object” may encompass such matter as food to be
thawed or cooked; clothes or other material to be dried;
frozen material (e.g., organs) to be thawed; chemicals to be
reacted; fuel or other combustible material to be to be
combusted; hydrated material to be dehydrated, gases to be
expanded; liquids to be thawed, heated, boiled or vaporized,
blood or blood components (e.g., blood plasma or red blood
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cells) to be thawed and/or warmed, materials to be manu-
factured, components to be connected, or any other material
for which there is a desire to apply, even nominally, elec-
tromagnetic energy.

In accordance with some embodiments, an apparatus or
method may involve the use of an “energy application
zone”. An energy application zone may be any location,
region, void, or area where electromagnetic energy may be
applied. It may include a hollow, and/or may be filled or
partially filled with liquids, solids, gases, or combinations
thereof. By way of example only, an energy application zone
may include the interior of an enclosure, interior of a partial
enclosure (e.g., conveyor belt oven), interior of a conduit,
open space, solid, or partial solid, which allows for the
existence, propagation, and/or resonance of electromagnetic
waves. The zone may be permanent or may be temporarily
constituted for purposes of energy application. For ease of
discussion, all such energy application zones may alterna-
tively be referred to as cavities, with the understanding that
the term “cavity” implies no particular physical structure
other than an area in which electromagnetic energy may be
applied. Persons of ordinary skill in the art will appreciate
that core, inventive principles of energy application dis-
cussed herein may be applied across various forms of energy
application zones.

The energy application zone may be located in an oven,
chamber, tank, dryer, thawer, dehydrator, furnace, cabinet,
reactor, engine, chemical or biological processing apparatus,
incinerator, material shaping or forming apparatus, con-
veyor, combustion zone, or any areca where it may be
desirable to apply energy. Thus, consistent with some
embodiments, the electromagnetic energy application zone
may be an electromagnetic resonator (also known as cavity
resonator, resonant cavity, or simply “cavity” for short). The
electromagnetic energy may be applied to an object when
the object or a portion thereof is located in the energy
application zone.

An energy application zone may have a predetermined
shape that is otherwise determinable, so long as physical
aspects of its shape are known at a time of energy applica-
tion.

The energy application zone may assume any shape that
permits electromagnetic wave propagations inside the
energy application zone. For example, all or part of the
energy application zone may have a cross-section that is
spherical, hemisphere, rectangular, toroidal, circular, trian-
gular, oval, pentagonal, hexagonal, octagonal, elliptical, or
any other shape or combination of shapes. It is also con-
templated that the energy application zone may be closed,
i.e., completely enclosed by conductor materials, bounded at
least partially, or open, i.e., having non-bounded openings.
The general methodology of the invention is not limited to
any particular cavity shape, configuration, or degree of
closure of the energy application zone, although in some
applications, a high degree of closure may be preferred.

By way of example, an energy application zone, such as
cavity 20, is illustrated schematically in FIG. 1, where object
50 is positioned in cavity 20. It is to be understood that
object 50 need not be completely located in the energy
application zone. That is, object 50 is considered “in” the
energy application zone if at least a portion of the object is
located in the zone.

In accordance with some embodiments, the energy appli-
cation zone may support at least one resonant wavelength
(e.g., electromagnetic waves of at least one wavelength may
resonate in the energy application zone). For example,
cavity 20 may be designed with dimensions permitting it to
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be resonant in a predetermined range of frequencies (e.g.,
the UHF or microwave range of frequencies, for example
between 300 MHz and 3 GHz, or between 100 MHz and 1
GHZ). Depending on the intended application, the dimen-
sions of cavity 20 may also be designed to permit resonances
in other ranges of frequencies in the electromagnetic spec-
trum. The term “resonant” or “resonance” refers to the
tendency of electromagnetic waves to oscillate in the energy
application zone at larger amplitudes at some frequencies
(known as “resonance frequencies”) than at others. Electro-
magnetic waves resonating at a particular resonance fre-
quency may have a corresponding “resonance wavelength”
that is inversely proportional to the resonance frequency,
determined via A=c/f, where A is the resonance wavelength,
f is the resonance frequency, and c is the propagating speed
of the electromagnetic waves in the energy application zone.
The propagating speed may change depending on the
medium through which the wave propagates through. There-
fore, when the energy application zone comprises more than
one material, ¢ may not be uniquely defined. Nevertheless,
the resonance wavelength may be uniquely determined
using a slightly different relation, including, for example,
using an estimation based on ¢ of the major component or an
average of the ¢ of miscellaneous components, or any other
technique known in the art.

Among the resonant wavelengths that are supported by
the energy application zone, there may be a largest resonant
wavelength. The largest resonant wavelength may be deter-
mined uniquely by the geometry of the energy application
zone. In some embodiments, the largest resonant wavelength
of any given energy application zone may be determined or
estimated experimentally, as known in the art, mathemati-
cally and/or by simulation. By way of example, FIG. 2A
illustrates a rectangular cavity 20 of dimensions length a,
width b, and height c. Cavity 20 may support a plurality of
resonant wavelengths, the largest resonant wavelength
among which may be named A,. If a>b>c, then the largest
resonant wavelength A, is given by

2ab

Vaz iz

By way of another example, if the energy application zone
is a cubic of dimensions axaxa, then the largest resonant
wavelength is given by V2a. In yet another example, as
shown in FIG. 2B, the energy application zone may be a
cylinder of radius a and length d. In this case, the largest
resonant wavelength is given by

2ra
2.405

if 2a>d, and

2ra

1.8412+(§)2

if 2a<d. In another example, if the energy application zone
is a sphere of radius a, then the largest resonant wavelength
is given by
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In accordance with some embodiments, an apparatus or
method may involve the use of an electromagnetic energy
source, also referred to herein in short as “a source,”
configured to deliver electromagnetic energy to an energy
application zone. A “source” may include any component(s)
that are suitable for generating and supplying electromag-
netic energy, for example, power supply(s), wave guide(s),
and/or radiating element(s). Consistent with some embodi-
ments, electromagnetic energy may be supplied to the
energy application zone in the form of propagating electro-
magnetic waves at predetermined wavelengths or frequen-
cies (also known as electromagnetic radiation). As used
herein, “propagating electromagnetic waves” may include
resonating waves, evanescent waves, and waves that travel
through a medium in any other manner. Electromagnetic
radiation carries energy that may be imparted to (or dissi-
pated into) matter with which it interacts.

By way of example, in the embodiment illustrated in FIG.
1, the source may include one or more of a power supply 12
and radiating elements 18. For simplicity of the drawing, the
source is not explicitly marked in the figure. Power supply
12 may be configured to generate electromagnetic waves
that carry electromagnetic energy. For example, power sup-
ply 12 may include electromagnetic energy generating com-
ponents, for example, a magnetron configured to generate
high power microwave waves at a predetermined wave-
length or frequency. Alternatively or additionally, power
supply 12 may include a semiconductor oscillator, such as a
voltage controlled oscillator, configured to generate AC
waveforms (e.g., AC voltage or current) with a controllable
frequency. AC waveforms may include sinusoidal waves,
square waves, pulsed waves, triangular waves, or another
type of waveforms, possibly with alternating polarities.
Alternatively or additionally, a source of electromagnetic
energy may include any other power supply, such as elec-
tromagnetic field generator, electromagnetic flux generator,
or any mechanism for generating vibrating electrons.

In some embodiments, the apparatus may include at least
one modulator 14 configured to modify one or more char-
acteristic parameters of the electromagnetic waves gener-
ated by power supply 12, in a controlled manner. The
modulator may or may not be part of the source. For
example, modulator 14 may be configured to modify one or
more parameters of a periodic waveform, including ampli-
tude (e.g., an amplitude difference between different waves
being supplied simultaneously by different radiating ele-
ments), phase, and frequency.

In some embodiments, modulator 14 may include at least
one of a phase modulator, a frequency modulator, and an
amplitude modulator configured to modity the phase, fre-
quency, and amplitude of the AC waveform, respectively. In
some embodiments, modulator 14 may be integrated as part
of power supply 12 or the source, such that the AC wave-
forms generated by power supply 12 may have at least one
of a varying frequency, a varying phase, and a varying
amplitude over time.

The apparatus may also include an amplifier 16 for
amplifying, for example, the AC waveforms before or after
they are modified by modulator 14. The amplifier may or
may not be part of the source. Amplifier 16 may be, for
example, a power amplifier including one or more power
transistors. As another example, amplifier 16 may be a
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step-up transformer having more turns in the secondary
winding than in the primary winding. In other embodiments,
amplifier 16 may also be a power electronic device such as
an AC-t0-DC-to-AC converter. Alternatively or additionally,
amplifier 16 may include any other device(s) or circuit(s)
configured to scale up an input signal to a desired level.

The apparatus may also include at least one radiating
element 18 configured to transmit the electromagnetic
energy to object 50. The radiating element may or may not
be part of the source. Radiating element 18 may include one
or more waveguides and/or one or more antennas (also
known as power feeds) for supplying electromagnetic
energy to object 50. For example, radiating element 18 may
include slot antennas. Additionally or alternatively, radiating
element 18 may also include waveguides or antennas of any
other kind or form, or any other suitable structure from
which electromagnetic energy may be emitted.

Power supply 12, modulator 14, amplifier 16, and radi-
ating elements 18 (or portions thereof) may be separate
components. Alternatively, any combination of one or more
of these elements may be integrated as a single component.
Power supply 12, modulator 14, amplifier 16, and radiating
element 18 (or portions thereof) may be parts of the source.
For example, a magnetron may be used as power supply 12
to generate electromagnetic energy, and a waveguide may be
physically attached to the magnetron for transmitting the
energy to object 50. Alternatively or additionally, the radi-
ating element may be separate from the magnetron. Simi-
larly, other types of electromagnetic generators may be used
where the radiating element may be for example either
physically separate from or part of the generator or other-
wise connected to the generator.

In some embodiments, more than one radiating element
may be provided. The radiating elements may be located on
one or more surfaces defining the energy application zone.
Alternatively, radiating elements may be located inside
and/or outside the energy application zone. When the radi-
ating elements are located outside the zone, they may be
coupled to elements that would allow the radiated energy to
reach the energy application zone. Elements for allowing the
radiated energy to reach the energy application zone may
include, for example, wave guides and/or antennas. The
orientation and configuration of each radiating element may
be distinct or may be the same, as may be required for
obtaining a desired energy distribution (which may also be
referred to as an energy application goal) in the energy
application zone. As used herein, an energy application goal
may include any desired spatial energy distribution, and/or
any desired spatial energy accumulation over time. The
energy application goal may be defined with respect to an
object, or more generally with respect to a space associated
with an energy application zone. Furthermore, the location,
orientation, and configuration of each radiating element may
be determined before applying energy to object 50, or
dynamically adjusted using a processor while applying
energy. Embodiments of the present disclosure are not
limited to radiating elements having particular structures or
which are necessarily located in particular areas or regions.
In certain embodiments, however, radiating elements may
be placed in certain places, and/or the amplitudes of waves
emitted from different radiating elements may be selected in
accordance with their location, orientation, and/or configu-
ration. It is noted that the terms “region” and “area” are used
herein interchangeably, to refer to any particular extent of
space or surface area.

In addition to radiating electromagnetic energy, one or
more radiating element(s) 18 may also be configured to
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receive electromagnetic energy. In other words, as used
herein, the term “radiating element” broadly refers to any
structure from which electromagnetic energy may radiate
and/or by which electromagnetic energy may be received,
regardless of whether the structure was originally designed
for the purposes of radiating or receiving energy, and
regardless of whether the structure serves any additional
function. Thus, an apparatus or method in accordance with
some embodiments may involve the use of one or more
detectors configured to detect signals associated with elec-
tromagnetic waves received by the one or more radiating
elements. For example, as shown in FIG. 1, a detector 40
may be coupled to radiating elements 18 that, when func-
tioning as receivers, receive electromagnetic waves from
cavity 20.

As used herein, the term “detector” may include an
electric circuit that measures or senses one or more param-
eters associated with electromagnetic waves. For example,
such a detector may include a power meter configured to
detect a level of the power associated with the incident,
reflected and/or transmitted electromagnetic wave (also
known as “incident power,” “reflected power,” and “trans-
mitted power,” respectively), an amplitude detector config-
ured to detect an amplitude of the wave, a phase detector
configured to detect a phase of the wave (e.g., phase
difference between waves simultancously emitted by two
radiating elements, or other phase differences), a frequency
detector configured to detect a frequency of the wave, and/or
any other circuit suitable for detecting a characteristic of an
electromagnetic wave.

An incident power may be supplied to a radiating element
functioning as a transmitter by the source, and then emitted
into or applied to the energy application zone 20 by the
transmitter. Of the incident power, a portion may be dissi-
pated or absorbed by the object (referred to herein as
“dissipated power”). Another portion may be reflected at the
radiating element (referred to herein as “reflected power”).
Reflected power may include, for example, power reflected
back to the radiating element via the object and/or the energy
application zone. Reflected power may also include power
retained by the port of the radiating element (i.e., power that
is emitted by the antenna but does not flow into the zone).
The rest of the incident power, other than the reflected power
and dissipated power, may be transmitted to one or more
radiating element functioning as receivers (referred to herein
as “transmitted power”). Energy may also leak to other
places, such as into the walls of the cavity, through the door,
etc. For simplicity, these portions of the energy are not
discussed herein. In some embodiments, it may be estimated
that these portions of the energy are substantially low and
may be negligible.

In some embodiments, the detector may include a direc-
tional coupler, configured to allow signals to flow from the
amplifier to the radiating elements when the radiating ele-
ments function as transmitters (e.g., when the radiating
elements radiate energy), and to allow signals to flow from
the radiating elements to the detector when the radiating
elements function as receivers (e.g., when the radiating
element receive energy). Additionally or alternatively, the
directional coupler may be further configured to measure the
power of a flowing signal. In some embodiments, the
detector may also include other types of circuits that mea-
sure the voltage and/or current at the ports, for example, a
circulator.

In accordance with some embodiments, the source may be
configured to deliver (supply) electromagnetic energy at a
predetermined wavelength (denoted as A,) to the object in
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the energy application zone, wherein the predetermined
wavelength is greater than about one quarter of the largest
resonant wavelength supported by the energy application
zone (denoted as ). This relationship between the largest
resonant wavelength and the wavelength of the delivered
electromagnetic energy may be referred to as the “modal
condition”. In some embodiments, the source may be con-
figured to supply electromagnetic energy to cavity 20 at a set
of predetermined wavelengths, the largest wavelength
among which is A,. The modal condition may be character-
ized as A,;=Ay/4. In other embodiments, a different relation-
ship between the wavelength of the applied electromagnetic
energy supplied by the source and the largest resonant
wavelength supported by the energy application zone may
be applied in order to meet the modal condition. In some
embodiments, for example, the modal condition may be met
when low order modes are excited, e.g., mxn is below 30,
40, or 50 (wherein m and n are integers representing the
mode number in different axes, e.g., x and y). The source is
not necessarily limited to configurations that supply elec-
tromagnetic energy at a single predetermined wavelength.
Optionally, the source may be configured to supply electro-
magnetic energy to cavity 20 at a set of wavelengths, which
may, for example, be determined before energy application
begins. When the source supplies energy to the cavity at
varying frequencies, the largest wavelength among the vary-
ing frequencies may be denoted A, and the modal condition
may be characterized as A, =zAy/4. In some embodiments, A,
may also have an upper limit, for example, it may be smaller
or equal A.

Alternatively, the modal condition may be expressed in
terms of frequency because there is a relationship between
wavelengths A, and A, and their corresponding frequencies
f; and f,, such that f;=c/A; and f,=c/A,. Since X, is the
largest resonant wavelength that may excite a mode in the
energy application zone, its corresponding frequency fj is
the lowest resonant frequency. In some embodiments, the
largest resonant wavelength may be known in advance (e.g.,
programmed into the processor). Therefore, the modal con-
dition may be expressed as f,=4{,, that is, the electromag-
netic energy may be applied at a predetermined frequency
that is lower than about four times the lowest resonance
frequency in the energy application zone.

In addition, because the largest resonant wavelength A
has a unique relationship with the dimensions of the energy
application zone, the modal condition may also be expressed
as a relationship between the dimension(s) of the energy
application zone and the applied wavelength A,. For
example, for rectangular cavity 20 having length, width, and
height, a, b, and ¢ respectively, and wherein a>b>c (shown
for example in FIG. 2), the modal condition may be
expressed as

ab

/1127.
2Va? + b2

As another example, for a cubic cavity having dimensions
axaxa, the modal condition may be expressed as
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As another example, for spherical cavity having radius a, the
modal condition may be expressed as

na

R Wik

An apparatus operating at wavelengths that, together with
the dimensions of the cavity satisfy a “modal condition” is
referred to herein as a “modal apparatus,” and its cavity is
referred herein as a “modal cavity”. In some embodiments,
a modal apparatus is configured to operate only in a range of
wavelengths that satisfy the modal condition of its cavity. In
some embodiments, the apparatus may be configured to
operate both in wavelengths that satisfy the modal condition,
and in wavelengths that do not satisfy this condition. Refer-
ral to such an apparatus as a modal or non-modal apparatus
depends on the wavelength at which it is operated.

In some embodiments, cavity 20 may be degenerate. The
energy application zone 20 may be configured in a degen-
erate shape, such as those shapes illustrated in FIGS. 14A-
14D. The degenerate shape, as described later in greater
detail, may be used to enable multiple resonant modes to be
excited using a single frequency. That is, a frequency of
electromagnetic radiation emitted by the source may be held
constant, and yet two or more distinct resonant modes may
be excited. In some embodiments, energy application may
be controlled, e.g. by processor 30, to excite only one of the
two or more modes that are excitable at the same frequency.
This may be done, for example, by positioning the radiating
elements to excite and/or reject certain modes, as described
in greater detail bellow.

Conceptually, the result of such control is exemplified in
FIGS. 3A and 3B. FIG. 3A conceptualizes one resonant
mode (TE,,,) achieved using a predetermined frequency,
while FIG. 3B conceptualizes a second and distinct resonant
mode (TE,,,) achieved using the same predetermined fre-
quency. FIGS. 3A and 3B illustrate the field intensities of
TE,,, and TE,,,, respectively. In the example of FIGS. 3A
and 3B, while the frequency was held constant, another
variable (e.g., phase, relative amplitude, or position of the
radiating element emitting the energy) was varied in order to
achieve the second mode.

Because the modes exhibit predictable areas of energy
intensity, the ability to generate and control the modes
permits control of energy applied in the energy application
zone.

In some embodiments, the modes of FIGS. 3A and 3B
may be applied simultaneously, in which case the dashed
areas (illustrating higher energy regions, which may also be
referred to as “hot spots™), may be obtained at a different
angle with respect to the x axis. For example, when the two
modes are applied at equal amplitudes, a “diagonal” field
pattern, as illustrated in FIG. 3C may be obtained. The
“diagonal” field pattern is a linear combination of the two
modes TE,,, and TE,,,. Thus, if the electrical field pattern
shown in FIG. 3A is denoted as E; ,, and the electrical field
pattern shown in FIG. 3B is denoted as E;z and the
electrical field pattern shown in FIG. 3C is denoted as E;,
then E;=%2 E, ,+'2 E, ;. That is, E; - can be obtained by the
summation of E;, and E;; with equal weights. FIG. 3C
illustrates the field intensities of E,.. If the weights are
different, the angle may also be different. If the weights are
varied over time in an appropriate manner, the field pattern
may rotate in the energy application zone. For example, if
E; changes in time according to the equation E; ~sin(at)
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E; +cos(at) E;z, the field rotates at constant angular fre-
quency of a rounds per second. Such rotation of the field
pattern may be useful to achieve a more uniform time-
averaged heating in the energy application zone than what
may be achievable using a combination that is constant over
time. Replacing the weights sin(at) and cos(cit) with con-
stants, which do not vary in time, may freeze the field pattern
to achieve a desired non-uniformity, for example, of the kind
illustrated in FIG. 3C.

By its nature, an electromagnetic field tends to be distrib-
uted in an uneven field pattern in the energy application
zone. That is, a spatial distribution of electrical field inten-
sity in the energy application zone may be uneven. A field
pattern may be substantially stable in space over time, or
spatially varying in a known manner over time. A field
pattern may result in areas with relatively high amplitude of
electrical field intensity (corresponding to maxima or
minima in the field amplitude) which are referred to herein
as “hot spots.” Examples of hot spots are illustrated by the
shaded regions in FIGS. 4A-4B. A field pattern may also
result in areas with relatively low amplitude of electrical
field intensity (e.g., zero or near zero values), referred to
herein as “cold spots”. Examples of cold spots are illustrated
by the non-shaded areas in FIGS. 4A-4B. It is hereby noted
that while FIGS. 4A-4B diagrammatically illustrate hot
spots as having a clear and defined border, in reality the
intensity changes in a more gradual manner between hot
spots and cold spots. The field pattern itself may be a
function of many factors (as discussed later), including the
physical characteristics and dimensions of the energy appli-
cation zone. The relatively high amplitude of electrical field
intensity may be higher than a first threshold and the
relatively low amplitude of electrical field intensity may be
lower than a second threshold. The second threshold may be
the same or different from the first threshold. In some
embodiments, the thresholds may be predetermined such
that field intensity lower than the threshold may not effec-
tively transfer energy to the object. It is however noted that
energy transfer to the object may occur in all regions of the
object that coincide with regions of the field pattern, where
the field pattern has non-zero field intensity and is not
necessarily limited to areas coinciding with hot spots. The
extent to which the object is heated may depend, among
other things, on the intensity of the field to which the object
is exposed and the duration of exposure. For example, the
second threshold may be selected as being close to the
minimum value of the field intensity. As used herein, the
term “amplitude” is interchangeable with “magnitude.”

In the energy application zone, a particular region may be
covered by the relatively high amplitude of electrical field
intensity (hot spots) of some field patterns, and relatively
low amplitude of electrical field intensity (cold spots) of
some other field patterns. Field patterns may be selectively
chosen to target energy application or delivery to selected
regions of the energy applications zone. Energy applications
to any two regions in a working volume may be differenti-
ated from each other due to non-uniform distributions of
high and low field intensities in each field pattern. Therefore,
in accordance with some embodiments, the source may be
configured to apply electromagnetic energy in a manner
causing cold spots in predetermined areas of the energy
application zone, such as is illustrated, for example, by the
non-shaded areas in FIGS. 4A-4B.

In modal cavity 60, as illustrated in FIGS. 4A and 4B,
field patterns may be excited such that each has a plurality
of areas with high amplitudes of intensity (hot spots) 62 and
64 (shaded areas) and areas with low amplitudes of intensity
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(cold spots; non-shaded areas). A variety of “modes” may be
excited in a given modal cavity. Modes are a set of spatial
field patterns that are linearly independent from each other
and orthogonal to one another. As referred to herein, two
field patterns are orthogonal to each other if the integral of
the scalar product of the two fields associated with the two
modes over the energy application zone is zero. A mode or
a combination of modes (i.e., a general field pattern), may be
of any known type, including propagating, evanescent, and
resonant. In some embodiments, the excited field pattern
includes a combination of mainly resonant modes.

Any field pattern that may be excited in an energy
application zone may be represented mathematically as a
linear combination of modes. The modes may include an
infinite number of evanescent modes and a finite number of
propagating modes (some of which may be resonant modes).
In general, fewer propagating modes may be excited in a
modal cavity than in a non-modal cavity. In other words, a
modal cavity may support, in general, fewer propagating
modes than a non-modal cavity. Again, some of the sup-
ported propagating modes may be resonant modes. By
nature, the evanescent modes have a very small percent of
power (or energy) out of the total power (or energy) used to
excite the field pattern, and the vast majority of the total
power (and energy) is carried by propagating modes.

In FIGS. 4A and 4B, if objects 66 and 68 are placed in
energy application zone 60 as depicted in the drawings, with
a desire to apply energy only to object 66 and to avoid
applying energy to object 68, the field pattern of FIG. 4A
may be chosen. Alternatively, if there is a desire to apply
energy to object 68 and to avoid applying energy to object
66, the field pattern of FIG. 4B may be chosen.

Thus, in one respect, some aspects may involve purpose-
fully choosing field pattern (e.g., by choosing MSEs) in
order to purposefully regulate the amplitude of electrical
field intensity applied to a specific area within an energy
application zone. These areas may permit controlled appli-
cation of energy because, when it is desired to avoid
applying energy to a portion of an object, that portion may
be aligned with an area having relatively low amplitude of
electrical field intensity (cold spots). Alternatively, the
device may be operated to achieve cold spots at the portion
to be less heated (e.g., an electromagnetic field that has
relatively low amplitude of electrical field intensity at the
area aligned with the portion may be excited). For example,
by choosing to excite the field pattern as shown in FIG. 4A,
one may avoid heating object 68, while one may heat object
68 by choosing to excite the field pattern as shown in FIG.
4B. Thus, when it is desired to apply energy to a portion of
an object, that portion can be aligned with an area with
relatively high amplitude of electrical field intensity.

If a user desires to apply twice the amount of energy to
object 66 than to object 68, the field patterns of both FIG. 4A
and FIG. 4B may be used, with the two patterns being
applied for such durations and powers, that the product of
duration and power is twice as large for the pattern illus-
trated in FIG. 4A as for the pattern illustrated in FIG. 4B. For
example, the duration for which the pattern illustrated in
FIG. 4A is applied may be twice than that of FIG. 4B, and
the power levels may be the same. In another example, the
pattern illustrated in FIG. 4A may be applied at double the
power level for the same amount of time (assuming that the
fields have similar intensities in the two shaded areas that
overlap with objects 66 and 68). If the field intensities are
different in the shaded areas, the difference in intensities
may be factored in. The relative intensity and duration for
which electromagnetic fields of the different patterns are
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applied may be controlled by simultaneously or sequentially
exciting the field patterns of FIGS. 4A and 4B.

Returning to FIG. 1, it is a schematic diagram of an
apparatus for applying electromagnetic energy to an object,
in accordance with some embodiments. The Apparatus of
FIG. 1 may be configured to control a distribution and
intensity of high amplitude electromagnetic field intensity
(corresponding to maxima and minima in the electromag-
netic field—hot spot) and low amplitude electromagnetic
field intensity (cold spots) in the energy application zone,
thus applying specified differing amounts of energy to any
two (or more) given regions in an energy application zone.
Such control can be obtained through the selection of
“MSEs” (as described later). Choices of MSE selection may
impact how energy is distributed (e.g., spatially distributed)
in regions of the energy application zone. When the modal
condition is not met, it may be more difficult to achieve a
desired energy application distribution through the control
of MSEs. While the modal condition may be used in
combination with MSE control, the modal condition may
also provide benefit even if not used with MSE control.
Conversely, MSE control may be applied even if the modal
condition is not met.

As noted above, the term “modulation space” or “MS” is
used to collectively refer to all the parameters that may affect
a field pattern in the energy application zone and all com-
binations thereof. In some embodiments, the MS may
include all possible components that may be used and their
potential settings (either absolute or relative to others) and
adjustable parameters associated with the components. For
example, the MS may include a plurality of variable param-
eters, the number of antennas, their positioning and/or
orientation (if modifiable), the useable bandwidth, a set of
all useable frequencies and any combinations thereof, power
settings, phases, etc. The MS may have any number of
possible variable parameters, ranging from one parameter
(e.g., a one dimensional MS limited to frequency only or
phase only—or another single parameter), to two parameters
(e.g., varying frequency and amplitude together within the
same MS), or more.

Examples of energy application zone-related MSs may
include the dimensions and shape of the energy application
zone and the materials from which the energy application
zone is constructed. Examples of energy source-related
MSEs may include amplitude, frequency, and phase of the
applied energy. Examples of radiating element-related
MSEs may include the type, number, size, shape, configu-
ration, orientation and placement of the radiating elements.

Each variable parameter associated with the MS is
referred to as an MS dimension. By way of example, FIG.
5 illustrates a three dimensional modulation space 100, with
three dimensions designated as frequency (F), phase (y), and
amplitude (A). That is, in MS 100, frequency, phase, and
amplitude of the electromagnetic waves may be modulated
during energy application, while all the other parameters
may be predetermined and fixed during energy application.
An MS may also be one dimensional where only one
parameter is varied during the energy application, or any
other higher-dimensional where more than one parameter is
varied.

As further noted above, the term “modulation space
element” or “MSE,” may refer to a specific set of values of
the variable parameters in MS. Therefore, the MS may also
be considered to be a collection of all possible MSEs. For
example, two MSEs may differ one from another in the
relative amplitudes of the energy being supplied to a plu-
rality of radiating elements. For example, FIG. 5 shows an
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MSE 101 in the three-dimensional MS 100. MSE 101 has a
specific frequency F(i), a specific phase ¢(i), and a specific
amplitude A(i). If even one of these MSE variables changes,
then the new set defines another MSE. For example, (3 GHz,
30°, 12 V) and (3 GHz, 60°, 12 V) are two different MSEs,
although only the phase component changes.

Differing combinations of these MS parameters may lead
to differing field patterns across the energy application zone
and differing energy distribution patterns with respect to the
object. A plurality of MSEs that can be executed sequentially
or simultaneously to excite a particular field pattern in the
energy application zone may be collectively referred to as an
“energy delivery scheme.” For example, an energy delivery
scheme may consist of three MSEs (F(1), ¢(1), A(1)), (F(2),
0(2), A(2)), (F(3), ¢(3), A(3)). Since there are a virtually
infinite number of MSEs, there are a virtually infinite
number of different energy delivery schemes, resulting in
virtually infinite number of differing field patterns in any
given energy application zone (although different MSEs
may at times cause highly similar or even identical field
patterns). Of course, the number of differing energy delivery
schemes may be, in part, a function of the number of MSEs
that are available. The present disclosure, in its broadest
sense, is not limited to any particular number of MSEs or
MSE combinations. Rather, the number of options that may
be employed could be as few as two to as many as the
designer desires, depending on factors such as intended use,
level of desired control, hardware or software resolution and
cost. For example, exciting a larger number of differing field
patterns, which may allow a more subtle design of a field
pattern in the energy application zone, may require a larger
number of MSEs. In such cases, at least 3 MSEs may be
required, for example, 3, 4, or 5 MSEs. In some embodi-
ments, the number of MSEs may be very large, but only few
of them may be used for excitation. For example, 400
different frequencies may be available, only five of which
may be used in a given energy application cycle. These five
frequencies may, for example, be MSEs that cause the
excitation of different resonating modes in the energy appli-
cation zone.

As used herein, the term “energy application cycle” may
be any time duration that may repeatedly occur during an
energy application process, which may be the time elapsing
from the moment energy application starts to the moment it
ends, for example, from turning on the electromagnetic
energy source until it is turned off. For example, an energy
application cycle may be the time duration during which a
particular MSE is applied. In another example, an energy
application cycle may be the time when a group of MSEs are
applied. In some embodiments, an energy application cycle
may begin with the beginning of an MSE sweep and end
with the ending of the same sweep. In some embodiments,
an energy application cycle may be the duration between
two readings of feedback from the energy application zone,
during which energy is applied, continuously or not. In some
embodiments, the energy application cycle may have a
duration of less than about one minute. In some embodi-
ments, the energy application cycle may have a duration of
less than about one second. A time duration of energy
application cycle may be selected depending on desired
energy delivery scheme. During an energy application cycle,
the processor may alter the power, application time, or the
combination of them in order to alter an amount of energy
applied to a region in the energy application zone. In another
example, the processor may alter a set of MSEs in order to
alter the amount of energy applied to a region. In some
embodiments, the at least one processor may be configured
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to apply energy to the energy application zone a plurality of
times during an energy application cycle. For example,
multiple MSEs may be selected to apply energy to a group
of regions to achieve a predetermined amount of energy
delivery during an energy application cycle. The field pat-
terns corresponding to these MSEs may overlap with each
other. In this case, the overlapping region may receive
multiple energy applications when multiple MSEs are
applied.

An apparatus or method of the invention may involve the
use of a processor. As used herein, the term “processor” may
include an electric circuit that executes one or more instruc-
tions. For example, such a processor may include one or
more integrated circuits, microchips, microcontrollers,
microprocessors, all or part of a central processing unit
(CPU), graphics processing unit (GPU), digital signal pro-
cessors (DSP), field-programmable gate array (FPGA) or
other circuit suitable for executing instructions or perform-
ing logic operations.

The instructions executed by the processor may, for
example, be pre-loaded into the processor or may be stored
in a separate memory unit such as a RAM, a ROM, a hard
disk, an optical disk, a magnetic medium, a flash memory,
other permanent, fixed, or volatile memory, or any other
mechanism capable of providing instructions to the proces-
sor. The processor(s) may be customized for a particular use,
or may be configured for general-purpose use and perform
different functions by executing different software instruc-
tions.

If more than one processor is employed, all may be of
similar construction, or they may be of differing construc-
tions electrically connected or disconnected from each other.
They may be separate circuits or integrated in a single
circuit. When more than one processor is used, they may be
configured to operate independently or collaboratively. They
may be coupled electrically, magnetically, optically, acous-
tically, mechanically, wirelessly or in any other way permit-
ting at least one signal to be communicated between them.

A single or multiple processor may be provided for the
sole purpose of regulating the source. Alternatively, a single
or multiple processor may be provided with the function of
regulating the source in addition to providing other func-
tions. For example, the same processor(s) used to regulate
the source may also be integrated into a control circuit that
provides additional control functions to components other
than the source.

Consistent with presently disclosed embodiments, a pro-
cessor may be configured to apply a plurality of electro-
magnetic field patterns to the object in the energy application
zone. The term “field pattern” may refer to spatial distribu-
tion of electrical field intensity in the energy application
zone. A field pattern may be substantially stable in space
over time, or spatially varying in a known (or unknown)
manner over time. The pattern in which energy is distributed
may be a function of the physical characteristics of the
energy application zone, controllable aspects of the energy
source, and/or the type, configuration, orientation, and
placement of the radiating elements. In addition, the pattern
in which energy is distributed may be affected by other
variables such as the presence of field altering structures
(e.g., field adjusting elements, dielectric lenses, and/or
loads). A field adjusting element may be any element made
of a material, which is known to perturb electromagnetic
fields. For example, metal, other conductor, dielectric,
dielectric load with metals, etc. In some embodiments, the
object may function as a field adjusting element. A field
adjusting element may also refer to any element, which may
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be controlled to affect the field excited in the energy appli-
cation zone (e.g., in a way that selectively directs the
electromagnetic energy from one or more of radiating ele-
ments into the object).

For any given energy application zone, a set of known
field patterns may be achieved by, for example, varying the
frequency, phase, and/or amplitude or one or more energy
sources; varying the type, configuration, number and/or
placement of one or more radiating elements; adjusting
FAEs (Field Adjusting Elements); adjusting dielectric
lenses; or other means.

In accordance with some embodiments, at least one
processor may be configured to regulate the source in order
to apply a first predetermined amount of energy to a first
region and a second predetermined amount of energy to a
second region in the energy application zone. The first and
second predetermined amounts of energy may be any non-
zero amounts of energy. In some embodiments, the first and
second predetermined amounts of energy are mutually dif-
ferent.

Here, and elsewhere in the present disclosure and claims,
when a processor is configured to take an action in order to
achieve a purpose, operating the processor achieves the
purpose, at least in some embodiments or at least some of the
operation time. Thus, in some embodiments, the at least one
processor may be configured to regulate the source such that
a first non-zero amount of energy is delivered to a first region
and a second non-zero amount of energy is delivered to a
second region in the energy application zone, wherein the
first and second amounts are different.

The difference between the first amount of energy and the
second amount of energy may be significant, for example,
one of the amounts of energy may be larger than the second
one by at least 20%. In some embodiments, the difference is
of at least 30%, at least 50%, or at least 100%. In some
embodiments, the difference is larger or intermediate to the
above-recited differences.

By way of example, and as described later in greater detail
herein, field patterns may be selected having known areas of
energy intensity, referred to as hot spots. Thus, by aligning
a hot spot with a region in an energy application zone, and
applying specific amount of energy over an EM wave having
a hot spot in that region, a first non-zero specified amount of
energy may be applied to the first region. When another field
pattern is chosen having a differing hot spot location, that
second field pattern may result in application of a second
specified non-zero amount of energy to the second region.
And as also described herein, differing MSEs and/or com-
binations of MSEs may be chosen in order to apply differing
specified amounts of energy to differing regions. In either
instance, control of the amount of energy applied may be
achieved through either the selection of particular field
patterns or MSEs, and/or control of, for example, power
level, duration of time that power is applied during a
particular condition, or combinations of the above. The
processor may make such selections in order to achieve a
desired energy delivery scheme.

The term “region” may include any portion of an energy
application zone, such as a cell, sub-volume, sub-division,
discrete sub-space, or any subset of the energy application
zone, regardless of how that subset is discretized. In one
particular example, the energy application zone may include
two regions. In another example, the energy application
zone may include more than two regions. The regions may
or may not overlap with each other, and the size of each
region may or may not be the same.
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Alternatively or additionally, at least one processor may
be configured to predetermine the locations of the first
region and the second region. This may occur, for example,
through reflective feedback from the energy application
zone, providing information about a location of an object in
the zone. In other embodiments, this might be achieved
through imaging. In some embodiments, this may be
achieved by one or more inputs provided by a user operating
the apparatus. In some embodiments, the regions may cor-
respond to different portions of the object, and differing
targeted amounts of electromagnetic energy may be applied
to these different portions of the object. The amount of
energy actually dissipated in each region may depend on the
field intensity at that region and/or the absorption charac-
teristics of the corresponding portion of the object at that
particular region. The terms “dissipated” and “absorbed” are
used herein interchangeably. Alternatively or additionally,
the predetermined locations may be a function of known
geometry of a field pattern without reference to an object in
the energy application zone. In some embodiments, loca-
tions of the first region and the second region may also be
predetermined by a user or a device other than the at least
one processor.

Two regions may be located adjacent to each other in the
energy application zone. For example, the energy applica-
tion zone may include a region occupied by an object or a
portion of an object, and another region defining an area
distinct from that object or portion. In some embodiments,
these two regions may be adjacent to each other and sepa-
rated by a boundary. For example, the first region may be
within a jelly doughnut being heated, and the second region
may be outside of the jelly doughnut. In another example,
the energy application zone may include two regions that
have different energy absorption characteristics within the
object. For example, the first region may contain mostly jam
at the inside of a jelly doughnut, and the second region may
contain mostly pastry. Because of their differing energy
absorption characteristics, it may be beneficial to excite field
patterns with differing electrical field intensities at these two
regions. Based on the difference in the local field intensities
and the energy absorption characteristics of the two regions,
the dissipated energy in each of the regions may be prede-
termined. Accordingly, the dissipated energy may be made
substantially equal or different, as desired, across differing
regions in the object, by selecting and controlling MSEs for
constructing a suitable energy delivery scheme for applying
the energy.

MSE selection may impact how energy is distributed in
regions of the energy application zone. In order to apply
differing targeted amounts of electromagnetic energy to
differing predetermined regions in the energy application
zone, the processor may control one or more MSEs in order
to achieve a field pattern that targets energy to a specific
predetermined region in the energy application zone. The
selection of MSEs that result in standing waves may provide
an added measure of control since standing waves tend to
exhibit predictable and distinctly defined “high-intensity
regions” (hot spots) and “low-intensity regions” (cold
spots), as described earlier, where the a high-intensity region
may exhibit an energy concentration that is readily distin-
guishable from a low-intensity region. Examples of hot
spots are illustrated by the shaded regions in FIGS. 4A-4D.
Examples of cold spots are illustrated by the non-shaded
areas in FIGS. 4A-4D. It is to be understood that the term
“cold spot” does not necessarily require a complete absence
of applied energy. Rather, it may also refer to areas of
diminished intensity relative to the hot spots. That is, in the
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high-intensity regions, the amplitude of field intensity is
higher than the amplitude of field intensity in the low-
intensity regions. Therefore, the power density in the high-
intensity region is higher than the power density in the
low-intensity region. The power density and field intensity
of'a spatial location are related to the capability of delivering
or applying electromagnetic energy to an object placed in
that location. And therefore, the energy delivery or transfer
rate is higher in a high-intensity region than that in a
low-intensity region. In other words, the energy delivery or
transfer is more effective in a high-intensity region. Thus, by
controlling the high-intensity regions and/or low intensity
regions in the energy application zone, the processor may
control the delivery or application of energy to a specific
spatial location. Such control of high- and low-intensity
regions may be achieved by control of MSEs.

Furthermore, in some embodiments, an MSE may be
chosen in accordance with the location of the hot and cold
spots characterizing the energy excitation in the energy
application zone caused by the MSE. For example, in some
embodiments, there is provided an apparatus for applying
electromagnetic energy to an object in an energy application
zone via a source of electromagnetic energy and using a
plurality of field patterns each having at least one high-
intensity region and at least one low-intensity region. As
explained above, field intensities associated with high-in-
tensity regions are higher than field intensities associated
with low-intensity regions.

The apparatus may include at least one processor, con-
figured to identify two field patterns. The first field pattern
may have a first high-intensity region corresponding to a
first area of the spatial location of the object and/or to a first
area of the energy application zone. The second field pattern
may have a second high-intensity region corresponding to a
second area of the spatial location of the object and/or to a
second area of the energy application zone. The first or
second areas may be mutually exclusive.

Identification of the first and second field patterns may be,
for example, by comparing spatial energy distributions asso-
ciated with each field pattern excitable by one of the
available MSEs, with the spatial location of the two areas, so
as to determine which field patterns have the hot spot located
at one of the areas. Additionally or alternatively, identifica-
tion may comprise selecting, from given field patterns, one
that has the hot spots located as desired. In other embodi-
ments, identification may comprise selecting a field pattern
determined by a software instruction or instructions.

The spatial location of the object may be determined by
the processor. For example, the processor may be configured
to determine information indicating a spatial location of the
object in the energy application zone.

The processor may be further configured to control the
source to apply the first field pattern and the second field
pattern to the energy application zone in order to apply
energy to the first area and the second area.

In some embodiments, there is provided an apparatus for
applying electromagnetic energy to an object in an energy
application zone via a source of electromagnetic energy and
by using a plurality of field patterns each having at least one
high-intensity region and at least one low-intensity region,
wherein field intensities associated with high-intensity
regions are higher than field intensities associated with
low-intensity regions. The apparatus may include at least
one processor configured to identify a first field pattern
having a first high-intensity region corresponding to a first
area of the energy application zone; identify a second field
pattern having a second high-intensity region corresponding
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to a second area of the energy application zone, different
from the first, wherein the first area and the second area at
least partially overlap at least a portion of the object; and
control the source to apply the first field pattern and the
second field pattern in order to apply energy to the first area
and the second area.

The processor may be configured to control the source so
that an amount of energy applied to the first area differs from
an amount of energy applied to the second area. Alterna-
tively or additionally, the processor may be configured to
control the source so that energy absorbed or dissipated in
the first area is substantially the same as an energy absorbed
or dissipated in the second area (so that the energy absorbed
or dissipated in the first and second areas differ by less than
20%, for example, by less than 10%).

Controllable MSE variables may include one or more of
amplitude, phase, and frequency of the transmitted electro-
magnetic wave; a location, orientation, and configuration of
each radiating element; or the combination of any of these
parameters, or other parameters that may affect a field
pattern. As depicted in FIG. 1, for example, an exemplary
processor 30 may be electrically coupled to various com-
ponents, such as power supply 12, modulator 14, amplifier
16, and radiating elements 18. One or more of power supply
12, modulator 14, amplifier 16, and radiating elements 18
may be a component of the source. Processor 30 may be
configured to execute instructions that regulate one or more
of these components. For example, processor 30 may regu-
late the level of power supplied by power supply 12.
Processor 30 may also regulate the amplification ratio of
amplifier 16, for example, by switching one or more tran-
sistors in the amplifier. Alternatively or additionally, pro-
cessor 30 may perform pulse-width-modulation control of
amplifier 16 such that the amplifier outputs a desired wave-
form. Processor 30 may regulate modulations performed by
modulator 14, and may alternatively or additionally regulate
at least one of location, orientation, and configuration of
each radiating element 18, such as through an electro-
mechanical device. Such an electromechanical device may
include a motor or other movable structure for rotating,
pivoting, shifting, sliding or otherwise changing the orien-
tation or location of one or more of radiating elements 18.
Processor 30 may be further configured to regulate any field
adjusting elements located in the energy application zone, in
order to change the field pattern in the zone. For example,
field adjusting elements may be configured to selectively
direct the electromagnetic energy from the radiating ele-
ment, or to simultaneously match a radiating element acting
as a transmitter to reduce coupling to the one or more other
radiating elements acting as a receiver.

In some embodiments, a phase modulator may be con-
trolled to perform a predetermined sequence of time delays
on an AC waveform emitted by a radiating element, such
that the phase of the AC waveform is increased by a number
of degrees (e.g., 10 degrees) for each of a series of time
periods. Alternatively or additionally, the processor may
dynamically and/or adaptively modulate the waveform
based on feedback from the energy application zone. For
example, processor 30 may be configured to receive an
analog or digital feedback signal from detector 40, indicat-
ing an amount of electromagnetic energy received from
cavity 20, and processor 30 may dynamically determine a
time delay at the phase modulator for the next time period
based on the received feedback signal.

The processor may also be configured to regulate a
frequency modulator in order to alter a frequency of at least
one electromagnetic wave supplied to the energy application
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zone. Such a frequency modulator may be configured to
adjust the frequency of an AC waveform. By way of
example, the frequency modulator may be a semiconductor
oscillator, such as oscillator 22 schematically depicted in
FIG. 6A, and configured to generate an AC waveform
oscillating at a predetermined frequency. The predetermined
frequency may be in association with an input voltage,
current, or other analog or digital signal or signals. For
example, a voltage controlled oscillator may be configured
to generate waveforms at frequencies proportional to the
input voltage.

Consistent with some embodiments, processor 30 may be
configured to regulate oscillator 22 to generate AC wave-
forms of time-varying frequencies. For example, oscillator
22 may generate a sinusoidal signal cos [w(t)t]. The AC
signal may be amplified by amplifier 24 and may cause
radiating elements, e.g., antennas 32 and 34, to excite
frequency modulated electromagnetic waves in cavity 20.

In some embodiments, processor 30 may be configured to
regulate oscillator 22 to generate AC waveforms oscillating
at various frequencies within a predetermined frequency
band. Optionally, oscillator 22 may be regulated to generate
the waveforms sequentially.

In some embodiments, a predetermined frequency band
may include a working frequency band, and the processor
may be configured to cause the application of energy at
frequencies within a portion of the working frequency band,
comprising a subset of frequencies. The portion of the
working frequency band may be a collection of frequencies
selected because, in the aggregate, they achieve a desired
goal, and there is diminished need to use other frequencies
in the band if that subset achieves the goal. Once a working
frequency band (or portion thereof) is identified, the pro-
cessor may sequentially apply power at each frequency in
that working frequency band or portion thereof. This
sequential process may be referred to as “frequency sweep-
ing.” In such embodiments, each frequency may be associ-
ated with a feeding scheme (e.g., a particular selection of
MSEs). In some embodiments, based on the feedback signal
provided by detector 40, processor 30 may be configured to
select an energy delivery scheme, comprising, for instance,
one or more frequencies from a frequency band, and regulate
oscillator 22 to sequentially and/or simultaneously generate
AC waveforms at these selected frequencies in accordance
with the selected energy delivery scheme.

Alternatively or additionally, processor 30 may be con-
figured to regulate amplifier 24 to adjust amounts of energy
applied via antennas 32 and 34, based on the feedback
signal. Consistent with some embodiments, detector 40 may
detect an amount of energy reflected from the energy appli-
cation zone at a particular frequency, and processor 30 may
be configured to cause the amount of energy applied at that
frequency to be high when the reflected energy is high. That
is, processor 30 may be configured to cause one or more
antennas to apply energy at a particular frequency over a
longer duration when the reflected energy is high at that
frequency. Alternatively, processor 30 may be configured to
cause one or more antennas to apply energy at a particular
frequency over a longer duration when the reflected energy
is low at that frequency.

As depicted in FIG. 6B, some embodiments may include
a source with more than one EM energy generating com-
ponent, such as oscillators 22 and 26 for generating AC
waveforms of differing frequencies. The separately gener-
ated AC waveforms may be amplified by amplifiers 24 and
28, respectively. Accordingly, at any given time, antennas 32
and 34 may be caused to simultaneously apply electromag-
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netic waves at two differing frequencies to cavity 20. Each
of these two frequencies may be time-varying. FIG. 6B
illustrates two oscillators for exemplary purposes only, and
it is contemplated that more than two oscillators (and/or
more than two amplifiers and/or more than two antennas)
may be used.

In some embodiments, the processor may be configured to
regulate a phase modulator in order to alter a phase differ-
ence between two electromagnetic waves supplied to the
energy application zone. In some embodiments, the source
of electromagnetic energy may be configured to supply
electromagnetic energy at a plurality of phases, and the
processor may be configured to cause the application of
energy at a subset of the plurality of phases. By way of
example, the phase modulator may include a phase shifter,
such as phase shifter 54, illustrated in FIG. 6C. Phase shifter
54 may be configured to cause a time delay in the AC
waveform in a controllable manner within cavity 20, delay-
ing the phase of an AC waveform, e.g., between 0-360
degrees. Phase shifter 54 may include an analog phase
shifter configured to provide a continuously variable phase
shift or time delay, or phase shifter 54 may include a digital
phase shifter configured to provide a discrete set of phase
shifts or time delays.

Consistent with some embodiments such as is illustrated
in FIG. 6C, a splitter 52 may be provided to split the AC
signal generated by oscillator 22 into two AC signals (e.g.,
split signals). Processor 30 may be configured to regulate
phase shifter 54 to sequentially cause various time delays
such that the phase difference between the two split signals
may vary over time. This sequential process may be referred
to as “phase sweeping.” Similar to the frequency sweeping
described earlier, phase sweeping may involve a working
subset of phases selected to achieve a desired energy appli-
cation goal.

Just as subsets of frequencies and phases may be selected
and swept, so too may subsets of MSEs be selected and
swept in order to, for example, achieve a desired energy
application goal. More generally, processor 30 may be
configured to regulate the source to sequentially generate
waveforms at various MSEs, e.g. at various frequencies,
phases, amplitudes, and/or selections of radiating elements.
Such a sequential process is referred to herein as “MSE
sweeping”. Sequentially swept MSEs may not necessarily
be related to each other. Rather, their MSE variables may
differ significantly from MSE to MSE (or may be logically
related). In some embodiments, the MSE variables may
differ significantly from MSE to MSE, possibly with no
relation between them. In the aggregate, however, a group of
working MSEs achieves a desired energy application goal.

The processor may be configured to regulate an amplitude
modulator in order to alter an amplitude of at least one
electromagnetic wave supplied to the energy application
zone. In some embodiments, the source of electromagnetic
energy may be configured to supply electromagnetic energy
at a plurality of amplitudes, and the processor may be
configured to cause the application of energy at a subset of
the plurality of amplitudes. By way of example, the ampli-
tude modulator may include a mixer circuit, such as mixer
42 illustrated in FIG. 6D, configured to regulate an ampli-
tude of a carrier wave with another modulating signal. For
example, oscillator 22 may be configured to generate a
higher frequency AC signal, and oscillator 26 may be
configured to generate a lower frequency AC signal. The two
AC signals may be mixed by mixer 42 into one AC signal
oscillating at the higher frequency, and the amplitude of the
mixed AC signal may vary according to the lower frequency
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AC signal. For example, if the higher frequency signal is a
sinusoidal signal cos [w,t] and the lower frequency signal
is another sinusoidal signal cos [w,-t], then the mixed signal
may become cos [®,] cos [w,t]. The mixed signal may then
be amplified by amplifier 44, so that antennas 32 and 34 may
apply electromagnetic waves in the amplified waveform.

Consistent with some embodiments, the amplitude modu-
lator may include one or more phase shifters, such as phase
shifters 54 and 56, for example as shown in FIG. 6E. In
accordance with some embodiments, amplitude modulation
may be implemented by combining two or more phase
shifted electromagnetic waves. For example, splitter 52 may
split the AC signal generated by oscillator 22 into two AC
signals, such as sinusoidal waves cos [wt]. Because they are
split from a single signal, the two split AC signals may share
substantially the same frequencies. One split AC signal may
be shifted by phase shifter 54 for phase a, so that the AC
signal becomes cos [wt+a]. The other split AC signal may
be shifted by phase shifter 56 for phase —a (or equivalently
360°-c), so that the AC signal becomes cos [wt-ct].

As illustrated in FIG. 6E, the phased shifted AC signals
may be amplified by amplifiers 24 and 28 respectively, and
in this manner antennas 32 and 34 may be caused to excite
electromagnetic waves having a shared AC waveform.
Antennas 32 and 34 may be positioned at a predetermined
distance from each other, so that the two electromagnetic
waves excited by the antennas may form an amplitude
modulated wave, according to the trigonometric identity cos
[wt—a]+cos [wt+a]=2 cos(a) cos(wt). As with the other
examples provided, FIG. 6E is exemplary. It is to be
understood that one, two, or more phase shifters can be used
to apply similar principles to other embodiments.

In some embodiments, the source may be configured to
supply electromagnetic energy through a plurality of radi-
ating elements, and the processor may be configured to
regulate the source to supply energy with differing ampli-
tudes simultaneously to at least two radiating elements. For
example, FIG. 6E shows that two antennas 32 and 34 may
be used to apply electromagnetic energy to cavity 20.
Oscillator 22 may output a signal which is split by splitter
52, phase shifted by phase shifters 54 and 56, and amplified
separately by the two amplifiers 24 and 28. Processor 30
may control amplifiers 24 and 28 individually, for example,
to amplify the split signal with different amplification fac-
tors, thereby providing amplified signals with differing
amplitudes, and to supply the signals simultaneously to two
antennas 32 and 34. The two amplified signals supplied to
the two antennas, respectively, may be represented by A,
cos(mt) and A, sin(wt), wherein A| and A, are the amplitudes
of'the two signals and may be controlled by the processor 30
to vary in such a manner: A,=cos(c.) and A,=sin(a). Accord-
ing to trigonometric identity, the combination of the two
amplified signals are A cos(wt)+A, sin(wt)=cos(ct)cos(wt)+
sin(a)sin(mt)=cos(wt—at). Therefore, the processor may con-
trol the phase of the combined signal supplied to the cavity
by controlling the amplitude of the individual signals sup-
plied to each of the antennas. FIG. 6E is exemplary, and it
is to be understood that other configurations may be used in
other embodiments. For example, in some embodiments,
only one phase shifter may be used to shift only one of the
split signals. In some other embodiments, instead of using
splitter 52, multiple signal generators may be used to pro-
vide signals simultaneously. In some other embodiments,
additional antennas and amplifiers may be used to provide
additional control of the signals.

Although FIGS. 6A-6E illustrate circuits for altering
frequency, phase, and amplitude modulations individually,
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in accordance with some embodiments, components of these
circuits may be combined in order to provide for the control
of multiple MSE variables. Moreover, many radiating ele-
ments (e.g., 3-50 radiating elements) may be employed, and
the circuit may select combinations of MSEs through selec-
tive use of radiating elements. By way of example only, in
an apparatus having three radiating elements A, B, and C,
amplitude modulation may be performed with radiating
elements A and B, phase modulation may be performed with
radiating elements B and C, and frequency modulation may
be performed with radiating elements A and C. Optionally,
amplitude may be held constant and field changes may be
caused by switching one or more of the radiating elements
on and off. Further, antennas 32 and 34 may include a device
that causes their location or orientation to change, thereby
causing field pattern changes. One of ordinary skill in the art
will understand that the combinations are virtually limitless,
and the invention is not limited to any particular combina-
tion of controls, but rather reflects the notion that field
patterns may be altered by altering one or more MSEs.

Although changes in MSE selection may result in signifi-
cant changes in field patterns and energy distribution (which
may be a sum of field patterns over space and/or time),
energy distribution may be predicted based on the combi-
nation of MSEs selected. This predictability permits com-
binations of MSEs to be chosen in order to achieve desired
energy distributions.

In some embodiments, the processor may be configured to
control the source so that energy absorbed in the first region
is substantially the same as the energy absorbed in the
second region. For example, the processor may select one or
more MSEs and apply energy to the first and second regions
by causing one or more high-intensity regions (hot spots) to
correspond to the first and second regions. The processor
may determine the absorption properties of the two regions,
and the field intensity associated with the one or more
high-intensity regions. Since the energy absorbed in a given
region is related to the absorption property and the field
intensity in the region, the processor may control the power
and/or time duration of energy application in order to
achieve substantial uniform energy absorption in the first
and second regions.

The energy distribution that results from any given com-
bination of MSEs (e.g., the field pattern) may be determined,
for example, through testing, simulation, or analytical cal-
culation. Using the testing approach, sensors (e.g., small
antenna) may be placed in an energy application zone, to
measure the energy distribution that results from a given
combination of MSEs. The distribution may then be stored
in, for example, a look-up table. In a simulated approach, a
virtual model may be constructed so that combinations of
MSEs may be tested in a virtual manner. For example, a
simulation model of an energy application zone may be
performed in a computer based on a set of MSEs inputted to
a simulation engine and/or program. A simulation engine
such as CST by CST Germany, or HFSS by Ansoft Corp.
USA, may be used to numerically calculate the field distri-
bution inside the energy application zone. The resulting field
pattern may be visualized using imaging techniques or
stored in a computer as digital data. The correlation between
MSE and resulting field pattern may be established in this
manner. This simulated approach can occur well in advance
and the known combinations stored in a look-up table, or the
simulation can be conducted on an as-needed basis during an
energy application operation.

Similarly, as an alternative to testing and simulation,
calculations may be performed based on an analytical model

25

30

40

45

55

65

26

in order to predict energy distribution based on a selected
combination of MSEs. For example, given a shape of an
energy application zone with known dimensions, the basic
field pattern corresponding to a given MSE may be calcu-
lated from analytical equations. This basic field pattern, also
known as a “mode,” may then be used to construct a desired
field pattern by linear combination with itself or with other
known modes. As with the simulated approach, the analyti-
cal approach may be applied well in advance and the known
combinations stored in a look-up table, or may be conducted
on an as-needed basis during an energy application opera-
tion.

In accordance with some embodiments, the processor
may be configured to apply predetermined amounts of
energy to at least two regions in the energy application zone.
The energy may be predetermined based on known charac-
teristics of the object in the energy application zone. For
example, in the case of a dedicated oven that repetitively
heats products sharing the same physical characteristics
(e.g., identical hamburger patties), the processor may be
pre-programmed to apply differing known quantities of
energy corresponding to two or more known field patterns.
The processor may apply differing amounts of energy
depending on the field pattern. That is, the power and/or
duration of energy application may be varied as a function
of the field pattern being applied. This correlation between
the predetermined amounts of energy to be applied and the
field pattern may be determined by testing, simulation, or
analysis, as discussed previously.

By way of another example, the correlation between field
pattern and amount of energy applied may be determined by
an energy absorption profile of the object at issue. That is,
once an object’s ability to absorb energy throughout its
volume is determined, then energy may be applied to the
object in a controlled manner in order to achieve a desired
goal. For example, if the goal is to uniformly apply energy
across an object’s volume, then the processor might select
combinations of MSEs that result in uniform energy appli-
cation. If, on the other hand, a non-uniform energy appli-
cation is desired, then the processor may apply predeter-
mined amounts of energy with differing field patterns in
order to achieve the desired non-uniform distribution of
energy.

In accordance with some embodiments, the processor
may be configured to cause a predetermined field pattern in
the energy application zone, the field pattern having at least
one high-intensity region and at least one low-intensity
region, and wherein the processor may be configured to
cause the at least one high-intensity region to coincide with
a location of the object in the energy application zone. The
term “predetermined field pattern” may be any actual or
predicted field pattern that results from an MSE. A prede-
termined field pattern may be an approximation of an
expected field pattern, and may be obtained, for example,
through calculation, simulation, or measurement with or
without a load or object present in the energy application
zone. The measurements may be obtain on the fly, e.g.,
during a heating process, for example by detecting one or
more inputs from one or more sensors or detectors provided
in the energy application zone. These inputs or measure-
ments may be used to predict the actual field pattern. During
the energy application process, when there are one or more
objects located in the energy application zone, the actual
field pattern in the energy application zone may not be
exactly the same as the predicted field pattern because the
presence of the object(s) may somewhat change the field
pattern. However, the main characteristics of the field pat-
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tern, such as the location and field intensity of hot/cold spots
may be substantially the same as predicted. Therefore, the
relationship between MSE and field pattern may still be
preserved, regardless of whether object(s) are present in the
energy application zone.

Consistent with some embodiments, the calculation of
field patterns may be made without considering the presence
of the object in the energy application zone. This may be
based on the assumption that the presence of object in the
energy application zone does not materially change the
intensity distribution of the field pattern in the zone (known
as the “Born approximation”). The Born approximation may
be particularly useful when the location, size and electro-
magnetic characteristics of the object are unknown before
the energy application. When the properties of the object are
known before hand, the field pattern calculation may also be
made with consideration of the object. Field calculation or
simulation may be relatively simple in cases where the load
(object) fills the entire energy application zone and is
dielectrically homogeneous.

A load may be considered to fill substantially the entire
energy application zone if the effect of the unfilled regions
is negligible. For example, a load filling substantially the
entire energy application zone may fill at least 80%, 85% or
90% of the zone. In some embodiments, the load may fill the
entire zone except for some excluded volumes that may be
occupied, for example, with radiating elements (e.g., RF
feeds), detectors, thermometers, or other equipment that
may be useful for the operation of the apparatus. Some
marginal volumes that are not filled with the object, for
example, at corners of a cavity, may also exist in a substan-
tially filled energy application zone.

An example of a homogeneous load is one with no
dielectric-boundaries. A dielectric boundary is a line or
surface that separates between two regions, each having a
significantly different dielectric constant (€,). A character-
istic size of each of the regions may be of the order of at least
about a wavelength in the load. The wavelength in the load
may be approximated by an average between the wave-
lengths on both sides of the lines or surface that separates
between the regions. A difference in dielectric constant may
be considered significant, for example, if the difference is of
about 10% or greater. One example of a homogeneous load
is a body of water. It is noted that if different portions of the
body of water are at different temperatures (for examples,
because of non-uniform heating), then the dielectric constant
of'the different portions may differ. If this difference is larger
than 10%, the body of water may be inhomogeneous.

A suspension of oil in water (or of any other two mate-
rials) may be considered homogeneous, provided the oil
droplets (or particles of other suspended medium) are
smaller than the wavelength at the frequency of the MSE
(e.g., smaller than tenth of the wavelength), in the suspen-
sion as a whole. This may be so despite of the large
difference in dielectric constant between oil and water.

Another case in which the relationship between MSE and
predicted field pattern may be preserved particularly well, is
in case of a separable load, e.g., in a separable cavity. A
separable load is a load comprising at least one entire layer
of a homogeneous material. The concepts of homogeneity
and substantially filling may be understood as explained
above. Each layer may be bordered by cavity wall(s) and
two parallel cross-sectional dielectric boundaries in a sepa-
rable cavity. A separable cavity is a cavity where the
electrical field excited therein, E(x, y, z) may be expressed
as a product of the field in x,y plane and the field in the z
direction, i.e. E(x,y,z)=E(x,y) E(z), wherein z is the direction
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at which the field propagates. Separable cavities include, for
example, cavities having a shape of rectangular box, cylin-
der, prism with a right-angled triangular base, or a sectioned
cylinder. An example of a separable load may be, for
example, a layered cake, wherein each layer is homoge-
neous, and touches the cavity wall at the circumference of
the cake.

A “high-intensity region,” also known as a “hot spot” as
described previously, refers to a region where the electro-
magnetic field intensity is substantially higher than the
surrounding regions. A high-intensity region may be
described as a region where electromagnetic power concen-
trates. Therefore, in high-intensity regions, the transfer of
electromagnetic energy from electromagnetic waves to an
object is more effective than that in surrounding areas.
Similarly, a “low-intensity region,” also known as a “cold
spot” as described previously, refers to a region where the
electromagnetic field intensity is substantially lower than the
surrounding regions. Therefore, the transfer of electromag-
netic energy is substantially ineffective in low-intensity
regions. For example, as shown in FIG. 4C, the processor
may be configured to cause a field pattern with two high-
intensity regions 84 in the energy application zone 20. The
areas other than the high-intensity regions 84 in the energy
application zone 20 may be referred to as low-intensity
regions. The field pattern shown in FIG. 4C may be prede-
termined, and as a result, the location of the two high-
intensity regions 84 may be known in advance. An object 82
may be located in energy application zone 20 and may be
capable of absorbing electromagnetic energy. The processor
may be configured to cause high-intensity regions 84 to
coincide with the location of object 82, as will be described
later in greater detail.

In a situation where a location of object 82 is known in
advance, the processor may select one or more MSEs to
cause a corresponding known field pattern in which at least
one high-intensity region may coincide with the location of
the object. When the location of the object is not known in
advance, the processor may receive feedback indicative of
absorbed energy in the cavity, as discussed later in greater
detail. If at least one high-intensity region coincides with a
location of the object, the amount of energy absorbed in the
energy application zone may be substantially larger than the
energy absorbed in the energy application zone where the
high-intensity region does not coincide with the location of
the object. The processor may learn this through feedback
and thereafter select an MSE that results in greater energy
absorption in the energy application zone to cause at least
one high-intensity region to coincide with a location of the
object.

In some embodiments, low-intensity regions may also be
used to apply energy to the object. For example, when at
least a portion of the object is outside reachable areas of one
or more high-intensity regions, controllable energy applica-
tion may still be achievable by using one or more low-
intensity regions to transfer electromagnetic energy to the
object, although such transfer of energy may not be as
efficient and/or as fast as using high-intensity regions. In this
case, the processor may control the overlapping between the
object and low-intensity regions in a similar manner to the
control used with high-intensity regions. In addition, for
certain materials (such as certain types of foods), it may be
desirable to apply energy with a lower intensity so as to
avoid overcooking.

Also in accordance with some embodiments, the proces-
sor may be configured to excite at least one standing wave
in the energy application zone, the standing wave having at
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least one high-intensity region and at least one low-intensity
region, wherein field intensities associated with high-inten-
sity regions are higher than field intensities associated with
low-intensity regions, and wherein the processor is config-
ured to cause the at least one high-intensity region of the
standing wave to coincide with a location of the object. For
example, when electromagnetic waves are applied into the
energy application zone and reflected from a boundary of the
zone (e.g., cavity wall), a standing wave may be established
by the interaction of the applied and reflected waves. Due to
this interaction, the standing waves may exhibit high-inten-
sity regions (hot spots) and low-intensity regions, resulting
from local maxima and minima of the electromagnetic field
intensity. For example, FIG. 4C depicts high-intensity
regions 84. As discussed previously, when the location of the
object is known, the processor may be configured to select
an MSE to excite a standing wave that causes a high-
intensity region to coincide with the location of object 82.

In accordance with some embodiments, the processor
may be configured to excite a plurality of standing waves,
and wherein the processor is further configured to select at
least a portion of the plurality of standing waves with
high-intensity regions that coincide with a location of the
object or at least a portion of the object. For example, the
processor may be configured to select an MSE that results in
the field pattern of FIG. 4C, corresponding to a first standing
wave having a high-intensity region 84 that coincides with
object 82. Thereafter, the processor may be configured to
select an MSE that results in the field pattern of FIG. 4D
corresponding to a second standing wave having a high-
intensity region 86 that also coincides with object 82.

Through the use of two standing waves and/or through the
use of a detector for determining absorption (via for example
reflection), the processor may acquire more information
about the location of the object and the absorptive properties
of the object. For example, if only the standing wave shown
in FIG. 4C was available, the processor would only be
capable of determining that the location of object 82 is
within areas covered by the two vertical high-intensity
regions 84. Similarly, if only the standing wave shown in
FIG. 4D was available, the processor would only be capable
of determining that the location of object 82 is within the
areas covered by the two horizontal high-intensity regions
86. However, when multiple standing waves are used, the
processor may then determine that the object is within an
area covered by intersections of high-intensity regions 84
and 86, as shown in FIG. 4D, in which the dashed lines
correspond to the high-intensity regions 84 of FIG. 4C. In
this case, the processor may determine that the object is
within an area covered by the intersection of regions 84 and
86, thereby achieving better resolution. As additional stand-
ing waves are used, the resolution may be improved.

An object’s ability to absorb energy across its volume
may be expressed as a “loss profile.” The term “loss” may
include any electromagnetic energy that is not reflected back
from within the energy application zone (e.g., to the radi-
ating element emitting or to other radiating elements acting
as receivers). The term “loss” may also refer to dielectric
loss. For example, losses may include electromagnetic loss
due to ionic conduction (characterized by €_"); electromag-
netic loss due to dipole rotation (characterized by €,");
and/or a combination of these or other loss components,
wherein the total loss may be characterized, for example, by:

€"'=C,"+E"=E"+0"/(0E) (€8]

where subscripts d and o stand for contributions of dipole
rotation and ionic conduction, respectively, o' is the electric
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conductivity, o is the angular frequency, and &, is the
permittivity of free space or vacuum. Hereinafter, as a
shorthand, the total loss may be denoted by “0”. However,
as used herein, the term “loss” is broadly used to encompass
contributions of all kinds of absorption coefficients.

By way of example, if an electromagnetic energy absorb-
ing object is located in an energy application zone, the loss
may represent the electromagnetic energy absorbing ability
of the object. Alternatively, the loss may represent the
electromagnetic energy loss on the boundary of the energy
application zone, regardless of whether there is any object
located in the energy application zone.

Losses may be characterized in term of their profiles (e.g.,
a loss profile). The term profile, which also may be referred
to as a pattern, image, distribution, etc., may include any
spatial distribution of loss in the energy application zone.
The loss profile may be represented in various ways in order
to convey information about the distribution of energy loss
in the energy application zone. For example, the loss profile
may be represented using imaging, analytics, numerics,
tablature, or any other mechanism capable of reflecting a
distribution or spatial distribution of energy loss.

When represented as an image or using any imaging
techniques, the loss profile may assume a form of a black
and white image, gray-scale image, color image, surface
profile image, volumetric image, or any other graphical
depiction. In graphical terms, the loss profile may be rep-
resented, for example, in two-, three-, and/or four-dimen-
sions, wherein one of the dimensions represents the loss and
the other one(s)—the spatial location with which the loss is
associated. In some embodiments, time evolution of the loss
is represented along one of the dimensions. In some embodi-
ments, the graphical profile may change in time, thus
allowing for an additional dimension to be used. In some
embodiments, different colors may represent different values
along one dimension, for example, darker colors may rep-
resent higher losses. When represented in tablature, the loss
profile may assume the form of a table containing a corre-
lation between physical space and the energy absorbed at
specific locations in that space. In another example, the loss
profile may be an image or a table printed on paper or film,
or a model made of physical material.

When represented analytically, a loss profile may, for
example, be written in terms of one or more equations. For
example, such equations may be written as a function of one
or more of time, space (e.g., X, ¥y, and z coordinates of
Cartesian space), power, phase, frequency, or any other
variables that may be correlated to energy losses.

When represented numerically, the loss profile may be
expressed as a number or a series of numbers.

Regardless of the manner of representation, a loss profile
may be expressed in either digital and/or analog formats. For
example, the loss profile may be a digital file stored in a
memory accessible to a processor.

By way of example, a loss profile may be a 2D image as
shown in FIG. 7. It should be understood that the 2D image
shown in FIG. 7 is a simplified example for ease of discus-
sion. The same general principles explained below with
regard to the simplified 2D image are equally applicable to
3D and 4D representations. It should also be understood that
in the context of 2D space, the size of the energy application
zone may be characterized by area instead of volume.

FIG. 7 illustrates a loss profile 820 of energy application
zone 810. Loss profile 820, which may or may not have the
same shape and/or size as the energy application zone, may
characterize energy loss (e.g., absorption and/or dissipation)
in zone 810. The loss profile may reflect the spatial distri-
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bution of loss (0) in the energy application zone. For
example, if an object 830 is located in energy application
zone 810, the loss profile may reflect the energy absorption
property of the object. The loss profile may be obtained
independently of the energy application zone, or the loss
profile may be obtained by taking into account the properties
of the energy application zone. In one example, the loss
profile may be obtained in advance for a known object. In
another example, the loss profile may be dynamically
obtained for any object located in the energy application
zone. In some embodiments, an initial loss profile may be
obtained in advance, and optionally updated as energy is
applied to a particular object.

By way of example, loss profile 820 and energy applica-
tion zone 810 may be associated by superposition, registra-
tion, mapping, correlation, zooming, or any other associa-
tion method. For example, if the shape and size of zone 810
and loss profile 820 are identical, the energy application
zone 810 and the loss profile 820 may be associated by
superposition.

The loss profile of the energy application zone may be
predetermined. Alternatively or additionally, the at least one
processor may be configured to determine the loss profile for
any given object placed in the energy application zone. Such
a determination may be accomplished, for example, by a
processor implementing a series of steps such as those set
forth in the flow chart 900 of FIG. 9A to dynamically create
loss profile 820 for a given object 830 or energy application
zone 810.

The source may be configured to generate a plurality of
differing electromagnetic field patterns in the energy appli-
cation zone, and the processor may be configured to select
at least one pattern from the plurality of patterns for selective
application of energy to specified regions of the energy
application zone. As indicated in step 920 of FIG. 9A, the
processor may determine a set of MSEs for use in the
process. For example, the processor may control the elec-
tromagnetic energy source to supply EM energy over a
plurality of frequencies. In this case, the plurality of fre-
quencies may serve as controllable MSE variables in this
process. As discussed previously, an MSE may correlate to
a known field pattern. Therefore, by determining a set of
MSEs, the processor may determine a set of known field
patterns to be excited in the zone. The processor may also be
configured to choose one MSE to supply electromagnetic
energy at a time, thereby selecting one field pattern to be
excited in the zone corresponding to the chosen MSE.

The method of constructing a controlled EM field pattern
inside the energy application zone from a predetermined set
of field patterns is termed as “EM spatial filtering.” The term
“filtering” refers to an ability to discriminate spatial loca-
tions and the field intensities thereof in terms of a set of
known EM field patterns. And since the modulation space
correlate controllable MSEs with the predetermined set of
field patterns, it is possible to represent any field pattern in
terms of an MSE. It should be understood that there may be
more than one MSE (or combination of MSEs) available to
achieve a given field pattern. Therefore, the choice of MSE
to achieve a particular field pattern may be application
dependent, e.g., based on locations where it is desirable to
apply EM energy.

Since an MSE may be represented by a series of variables,
it is possible to change the MSE by altering a single variable
or multiple variables. By way of example, the processor may
control the energy source to supply EM energy at two
frequencies: f1 and f2; and two amplitudes: Al and A2. In
this case, the available MSEs may be [(f1, A1), (f1, A2), (12,
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Al), (f2, A2)]. That is, the processor may control the energy
source to supply a first amount of EM energy at frequency
fl and amplitude Al, a second amount EM energy at
frequency fl and amplitude A2; a third amount of EM
energy at frequency {2 and amplitude Al; and a fourth
amount of EM energy at frequency f2 and amplitude A2. It
may therefore be convenient to represent the available MSEs
in matrix form as:

[(f1, A1), (fl, A2)

(2, A1), (2, A2)].

Because it is assumed, in this example, that only two
frequencies and two amplitudes are available, the MSE
matrix is a 2x2 matrix. Of course, if more frequencies and
amplitudes are available, the MSE matrix will expand
accordingly. For example, if 10 frequencies and 5 ampli-
tudes are available, the MSE matrix will become a 10x5
matrix, with each row of the matrix having the same
frequency value but different amplitude values, and each
column of the matrix having the same amplitude value but
different frequency values. It is also apparent that if more or
less types of controllable MSE parameters are available, the
dimension of the MSE matrix may change accordingly. For
example, if the phase (¢) of the EM energy is also controlled
in a particular implementation, then the MSE matrix will
become a 3D matrix, with each element of the matrix in a
form of (f,, A;, ¢,). Here the subscripts i, j, and k represent
indices of available frequency, amplitude, and phase, respec-
tively. The size of the matrix may be represented as N xN ,x
Np, where N; N, and N, represent the available number of
controllable frequencies, amplitudes, and phases, respec-
tively. Similarly, if only one controllable parameter is avail-
able, the matrix will degenerate to a 1D vector.

In addition to the frequency, amplitude, and phase, any
controllable parameter which may effectively change the
field pattern inside the energy application zone may be part
of the MS. For example, the number of radiating elements
for emitting or applying EM energy to the energy application
zone may be an additional set of controllable parameters, or
in other words, an additional dimension added to the MS. In
another example, the placement/location/orientation of the
radiating element(s) may be physically changed in space by
mechanical, electrical, or other suitable means. In this case,
the placement/location/orientation of the radiating
element(s) may be additional dimensions added to the MS.
Or, there may be provided an array of radiating elements,
and the desired placement/location/orientation may be
achieved by selecting a particular radiating element or
subset of radiating elements in the array. Moreover, the
placement/location/orientation of radiating element(s) may
be adjusted by the combination of the two aforementioned
methods. In yet another example, there may be provided a
field adjusting element (FAE), such as a conducting struc-
ture, inside the energy application zone and the placement/
location/orientation of the FAE may be adjusted in the
similar manner as that of the radiating element. It should be
understood that within all of the possible MSE selections,
the processor may determine a set of suitable MSEs depend-
ing on the particular application.

The at least one processor may be configured to divide a
representation of at least a portion of the energy application
zone into two or more regions. The representation may be,
for example, an array of values, each value representing a
characteristic of a different portion of the energy application
zone. The values may be said to be associated with the
region characterized thereby. Characteristics may include,
for example, location, dielectric property, field intensity, an
amount of electromagnetic energy applied to the portion, or



US 9,459,346 B2

33

others. In the following, any reference to division of an
energy application zone and/or division of an object may
refer to division of a representation thereof. The division
may be indicated, for example, by applying different rules to
values associated with each of the regions, by referring
collectively only to portions of the first region, and collec-
tively and differently to a second region, etc.

In some embodiments, in step 930, the processor may
determine a discretization strategy to divide the energy
application zone (e.g., zone 810) into a plurality of regions.
The term discretization may also be referred to as, for
example, division, separation, and partition. In some
embodiments, the at least one processor may be configured
to divide a portion of the energy application zone into at least
two regions, for example, into the first and second regions.
In some embodiments, the processor may be configured to
divide at least a portion of the energy application zone
independently of absorptive characteristics of the object. In
some embodiments, the at least one processor may be
configured to divide the portion of the energy application
zone independently of energy applied to the object. For
example, the discretization of the energy application zone
into regions may be predetermined, regardless of the prop-
erty of the object and the energy applied to the object. In
some cases, the processor may acquire the predetermined
discretization information, through, for example, a look up
table, information stored in memory, or information encoded
in the processor. Alternatively, discretization may occur
dynamically using at least one processor, for example,
processor 30, illustrated in FIG. 1. FIGS. 8A-8C illustrate
exemplary discretizations of energy application zone 20.

The at least one processor may be configured to divide the
portion of the energy application zone into at least two
regions by using an algorithm, which may or may not be
recursive. For example, the processor may discretize the
space arbitrarily into some number of regions of equal size
and shape. Optionally, the discretization may be applied in
a predetermined manner, for instance, so that the number of
regions is denser at the area of the energy application zone
where an object is most likely to be positioned, and sparser
near the edges of the energy application zone. In some
embodiments, discretization is in accordance with informa-
tion about the load.

For example, the processor may receive information (e.g.,
via a user input) regarding positions of objects within the
energy application zone and, optionally, the spatial distri-
bution of their dielectric properties (identifying, for
example, a given volume as being occupied by water, and
another volume as being occupied by a piece of bread). Each
volume characterized by essentially uniform dielectric prop-
erties (in the above example, the water or the bread) may be
defined as one region for purpose of discretization. At times,
an object of uniform dielectric properties and irregular shape
may be discretized into several regions, each with a more
regular shape.

Alternatively or additionally, the discretization may be set
in accordance with the amount of energy to be applied to
different regions. For example, if a temperature gradient is
required along a given volume, this volume may be dis-
cretized to many regions, to facilitate the identification of a
combination of MSEs that result in the required temperature
gradient. Additionally or alternatively, the discretization
strategy may be chosen considering the required computa-
tion time and/or the accuracy and reliability required by the
user, and/or the stability of the mathematical solution of
Equations 4 and/or 5 below. For example, too large a number
of discrete regions might reduce the stability of the math-
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ematical solution. On the other hand, if the number of
discrete regions is too small, it may be impossible to find a
solution at all. In some embodiments, the processor may
start with a first discretization scheme where the number of
regions is minimal, and if solution is found to be impossible,
the number of regions may be increased. If a solution is
possible, the equations are solved. If the solution is not
sufficiently accurate (for example, the differences between
the obtained energies and the target energies is close to an
upper allowed limit), discretization to more regions may be
used. Alternatively or additionally to the number of regions,
in some embodiments, the processor may be configured to
change the shape and/or location of borders between
regions. Alternatively or additionally to changing the dis-
cretization strategy or scheme, an equation that has a major
contribution to the instability but has small contribution to
the solution may be deleted from the set, and the reduced set
of equations solved. Other methods for solving sets of linear
equations numerically will be apparent to those skilled in the
art.

Alternatively or additionally, the processor may either
learn, or may be preprogrammed with the coordinates of
each high-intensity region in each field pattern correspond-
ing to each MSE. This is achievable because, as discussed
earlier, the MSEs may result in predictable patterns with
predictable hot spots. Therefore, when the processor
receives an indication that the detector has received feed-
back indicative of absorption during a particular MSE
condition (e.g., when a particular MSE is excited), the
processor may determine that an object must be located in
one of the hotspots corresponding to that MSE condition.
The processor may repeat the process or using a recurring
algorithm to gain additional information on the object. The
more MSEs that are tested (e.g., excited) for feedback, the
more information the processor may learn about the location
and/or the absorptive properties of the object in the energy
application zone. Over a series of such measurements with
differing MSEs, the processor may iteratively narrow-in on
the location of the object in the space and/or the absorptive
properties of each discrete region of the object.

The foregoing is but one example of how the processor
may acquire information on the location and/or dielectric
properties of an object in an energy application zone. A
discretization strategy may include any suitable method for
causing the processor to represent the energy application
zone as multiple regions. In some embodiments, the regions
may be substantially equal in size. While multiple regions
(e.g., two or more regions) may be discretized into equal size
regions (e.g. as illustrated in FIG. 8A), the invention in its
broadest sense contemplates any type of discretization,
regardless, for example, of whether discretized regions are
uniform in size or shape, and regardless of whether the
discretization results in any recognizable pattern.

The at least one processor may be configured to divide the
portion of the energy application zone into a plurality of
regions based on an object in the energy application zone.
For example, energy application zone 810 may be divided in
such a manner that object 830 occupies a single region. In
another example, energy application zone 810 may be
divided in such a manner that object 830 occupies multiple
regions, as shown in FIG. 7. The discretization strategy may
depend on many factors, including but not limited to: desired
resolution, properties of the loss profile, and available field
patterns. For example, if the size of object 830 is S;, and a
desired resolution may require the object to include at least
100 regions, then average size of each region may be, for
example, S;/100. In this case, the size of different regions
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may or may not be the same. In certain locations of the
object, the size of the divided regions may be smaller than
other locations. In other words, the density of regions may
vary across the entire object. Alternatively or additionally,
the density of regions may vary across the entire energy
application zone. For example, the dividing strategy may
vary depending on whether a region corresponds to a portion
of'an object in the energy application zone that is targeted for
energy application or whether the region corresponds to a
region of the zone where no portion of the object is located
or to a region comprising a portion of the object that is not
targeted for energy application (each of the two latter
regions can be termed “void zone”). For example, in one
strategy, the entire void zone may be treated as a single
region. In another exemplary strategy, the void zone may be
divided into a plurality of regions in a similar manner as
non-void zones. In this case, the dividing may be carried out
in the entire energy application zone, regardless of the
spatial occupation of the object. Alternatively, the dividing
may be carried out separately for void and non-void zones.
In yet another example, the void zone may be divided into
a plurality of regions in a different manner than that in the
non-void zone. For example, the average size of regions in
the void zone may be larger than that inside the non-void
zone. In other words, the density of regions in the void zone
may be lower than that in the non-void zone. As illustrated
in FIG. 8C, the discretization may be denser in some
portions of the energy application zone but sparser in other
regions. In some embodiments, the region where discreti-
zation is denser may be the region of the object to be heated,
and the region where discretization is more dispersed may
be the region empty of the object.

The regions may be of a regular or irregular shape. For
example, in 3D cases, the regions may be regular cubic- or
rectangular-shaped, as illustrated in FIG. 8A. Alternatively,
the regions may be any irregular-shape depending on par-
ticular needs. For example, the energy application zone may
be divided into somewhat random regions as shown in FIG.
8B. In some embodiments, a portion of the energy applica-
tion zone is divided to regions of regular shape, and another
portion to regions of irregular shapes.

The at least one processor may be configured to divide the
energy application zone into the plurality of regions (e.g.,
the first and second regions) using a loss profile. For
example, the dividing of the energy application zone may be
related to the loss profile of the energy application zone. An
exemplary process for constructing a loss profile is dis-
cussed in connection with FIG. 9A, where energy applica-
tion zone 810 may be divided into multiple regions, with
each region having substantially the same regular squared
shape. As shown in FIG. 7, the regions N may be labeled
from the upper left corner to lower right corner as 1, 2,
3,..., N, Object 830, which may occupy multiple regions,
may include two kinds of materials having differing loss
parameters o, and o,. In the illustrated example of FIG. 7,
region R, has loss parameter o,, and region R, has material
with loss parameter o,. In this particular example, the void
region R, which is outside the object but inside the energy
application zone, has the loss parameter o,,. The objective of
the process is to create a loss profile inside energy applica-
tion zone 810 which approximates the real loss profile
characterized by o,, 0,, and o,. To achieve this objective,
the processor may assign each region (1 to N ) an unknown
loss parameter o, (i=1, 2, 3, . . ., N;). Such discretized oi is
a numerical representation of the real loss profile with a
resolution characterized by N . For example, if N, is large,
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there will be a large number of regions inside the energy
application zone and the size of each region will be small.

As illustrated in FIG. 7, there may be provided two
radiating elements 840 (such as antennas) to apply EM
energy into energy application zone 810. Assuming that the
MSEs determined in step 920 are, for example, phase
differences between the two radiating elements 840, the
MSEs may be represented by [0, 0,, . . . 0,,,]. As discussed
earlier, each MSE may correspond to a known field pattern
inside energy application zone 810. Since the energy appli-
cation zone has been discretized into N, regions, for each
MSE 8, a corresponding known field pattern may be rep-
resented by a series of local electrical field intensities [1,,
L, Iy . . . Ly,] The electrical field intensity at a particular
region of the zone is proportional to the square of the
electrical field amplitude at that region. Therefore, for all
MSEs, the field patterns may be collectively written in
matrix form as:

(L Ly Las -+ s T
Lo, Logy Taoy - o« Ly
Livms Lonis Lazvms « + - Lvan]

This matrix, referred to as the I matrix, may be determined
after the MSEs and the discretization are determined.

In step 940, the processor may apply MSEs (e.g., the
selected MSEs), and thereby may control the EM energy to
be applied into the energy application zone. Still in step 940,
for each applied MSE, the energy loss in the energy appli-
cation zone may be measured. For example, such energy loss
may be measured by comparing the amount of energy
applied from the radiating element (e.g., incident energy) to
that received by the same radiating element (e.g., reflected
energy) and/or to that received by other radiating element
(e.g., transmitted energy). The difference between the
applied energy and the received energy may correspond to
the energy loss in the energy application zone. In one
example, the application time of each MSE may be the same.
In this case, the energy loss may be represented as power
loss P, which may be determined from the power applied to
and received from the energy application zone. For each
MSE (6,) the power loss P, may be related to the local
intensities I, as follows:

VAo d 40 b+ o +ON Ny )=F,

@

Thus, for all MSEs, the measured power loss P, the matrix
1 and the unknown loss profile o may satisfy the following
equation:

Laol=P 3)

In step 950, the matrices of the above Equation (3) may be
constructed from the measured power loss P and known
matrix 1. The unknown loss profile o may be solved math-
ematically. For example, 0 may be solved by inverting
matrix | and multiplying the inverted matrix [ by vector P as
follows:

o=2PI"L. 4)

If the above equation is solvable (step 960: YES), the loss
profile 0 may be created and the process ends (step 980). If
the equation is not solvable (step 960: NO), or the equation
system is mathematically ill-conditioned, ill-posed, and/or
singular, the processor may conduct step 970, where the
MSEs and/or the discretization strategy may be modified,
with the process returning to step 940. When the equations
are solved, the loss profile 0 may be obtained, with the
accuracy of the loss profile depending on the quality of the
equations’ solution.
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The above description explains how the method generally
depicted in FIG. 9A allows the determination of a loss
profile o in accordance with some embodiments. A method,
depicted in FIG. 9B, may allow applying specified energies
to specified regions of the energy application zone, in
accordance with some embodiments.

In step 915B, the processor may determine a target energy
distribution, for example, a definition of two regions (for
example regions R, and R, illustrated in FIG. 7) and target
energy to be applied to each region. This determination may
be performed, for instance, by reading input through an
interface, for example by reading a machine readable tag,
e.g. barcode and/or RFID tag. In some embodiments the
input is further processed by the processor to determine the
target energy distribution. For example, the information
received from the interface may relate to the kind of object
placed in different areas within the energy application zone,
and the processor may process this information to determine
the amounts of target energy to be applied to different
regions of the energy application zone.

In step 920B, MSEs may be determined, as described in
regard of step 920 of FIG. 9A.

In step 930B, a discretization strategy may be determined.
Optionally, the strategy may be determined as described
above in the context of FIG. 9A. In some embodiments, the
discretization strategy may be determined considering the
target energy distribution determined in step 915B. For
example, the border between regions R, or R, and their
surroundings may be discretized more or less densely than
other portions of these regions; the regions outside regions
R, or R, may be discretized more sparsely than regions R,
or R,, etc. The determined discretization strategy and the
determined target energy distribution, may together define a
target energy E; for each region 1, in the energy application
zone.

In step 950B, equations may be constructed for comput-
ing durations and/or powers each of the MSEs should be
applied in order to obtain the target energy distribution. The
energy E; applied to each region r, may be given by the sum
of the amounts of energy, each delivered to region r, by one
of'the MSEs 6,. Each such amount of energy may be denoted
as B, B, depends on the field intensity I, excited by
corresponding MSE 6,, in region 1, and on a weight a,,
which defines the duration and/or power with which MSE 0,
is applied. Therefore, the energy applied over all the MSEs
to a region r;, may be given by:

E;=al+axlot . .. aglg, (5)
where K is the number of available MSEs.

Equation (5) may be constructed in each region r;.
Weights a, to a, may be solved based on a plurality of
equations corresponding to a plurality of regions. That is,
knowing target energy E, in each region r; and field intensity
vector I, to I, weights vector a, to a, may be solved using
known mathematical methods. Weights a, may be propor-
tional, for instance, to the power at which MSE 6, may be
applied. In some embodiments, the weights may be propor-
tional to the duration of time for which MSE 6, is applied.

In step 960B, the processor may determine whether the set
of equations is solvable. If so (step 960B: YES), the equa-
tions may be solved (step 965B), and energy may be applied
to the energy application zone in accordance with the solved
values of a, (step 980B). In this way, the energy applied to
each of the regions R, and R, may be as determined in step
915, within accuracy limits that depend at least on the
quality of the equations’ solution.
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If in step 960B it is determined that the equations are not
solvable (step 960B: NO), the processor may modify, in step
970B, the applied MSEs and/or the discretization strategy.
New equations may then be constructed, and the solvability
of this new set of equations may be checked. This process
may continue until the equations are solvable, or until the
processor decides that the acquired energy distribution can-
not be obtained, in which case, the user may be prompted
accordingly.

The method described in FIG. 9B may be carried out
when an object is in the energy application zone. Optionally,
regions R, and R, may coincide with regions of different
items in the energy application zone, for example, soup and
meat, respectively.

The processor may determine information indicating a
spatial location of the object in the energy application zone.
The loss profile o provides a map of loss property or energy
absorbability in the energy application zone. The object may
often have a different loss property than a void portion in the
energy application zone. Therefore, from the loss profile, the
processor may determine the spatial locations of the object
in the energy application zone by analyzing loss property
distribution in the energy application zone. Such informa-
tion may be used to control the energy application, for
example, by determining proper discretization strategy, and/
or for determining the target energy distribution.

Alternatively, the processor may determine the spatial
location of the object from the known field patterns. For
example, the processor may regulate the source to generate
a known field pattern with known locations of one or more
high- and low-intensity regions in the energy application
zone. The processor may supply electromagnetic energy into
the energy application zone and analyze the reflected energy
from the energy application zone. If the reflected energy is
high, which may indicate that the energy loss in the energy
application zone is low, the processor may determine that the
object may not be located in the one or more high-intensity
regions. On the other hand, if the processor determines that
the reflected energy is low, which may indicate that the
energy loss in the energy application zone is high, the
processor may determine that the object may be located, or
at least partially located in the one or more high-intensity
regions. By such analysis, the processor may determine
information indicating the location of the object in the
energy application zone.

According to some embodiments, the processor may be
configured to control the source to selectively excite a
plurality of differing electromagnetic field patterns in the
energy application zone, and the processor may be config-
ured to select at least one pattern from the plurality of
patterns. For example, the processor may select a plurality of
MSEs to be applied, and each of the plurality of MSEs may
generate a different field pattern in the energy application
zone. By applying these MSEs, a plurality of field patterns
may be excited in the energy application zone. The plurality
of field patterns may or may not couple to each other. When
the field patterns are not coupled, each of the plurality of
MSEs may correspond to a single field pattern. Therefore, by
selecting an MSE, at least one field pattern may be selected
by the processor.

In accordance with some embodiments, the processor
may be configured to sequentially select multiple differing
electromagnetic field patterns. For example, the processor
may select a set of MSEs comprising a range of controllable
parameters which are sequentially selectable by the proces-
sor. In some embodiments, a plurality of frequencies may be
chosen as MSEs, where each frequency may correspond to
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a different field pattern. In this case, the processor may
sequentially select frequencies from the plurality and
thereby generate multiple differing field patterns in the
energy application zone.

In accordance with some embodiments, the processor (or
another processor in the apparatus) may be configured to
calculate the at least one pattern. As discussed previously, a
field pattern may be “calculated” either by testing, simula-
tion, or mathematical calculation, including analytical and/
or numerical calculation. The processor may calculate the
field pattern in advance of energy application or may con-
duct the calculation on-the-fly as part of an energy applica-
tion process. The calculation may be based on known
properties of the energy application zone and/or MSEs to be
applied, and/or on real-time measurement results.

In accordance with some embodiments, the at least one
processor may be configured to distinguish between loca-
tions of the first region and the second region. The term
“distinguish” refers to the processor discriminating, differ-
entiating, identifying, or otherwise demarking differing spa-
tial locations in a controlled manner. For example, as shown
in FIG. 7, an energy application zone 810 may include a
plurality of regions 1, 2, 3, . . ., N, and the processor may
be configured to distinguish, for example, region 1 from
region 2. These two regions may be identified differently by
the processor, and/or have addresses that are stored in
different locations in a memory unit connected to the pro-
Cessor.

According to some embodiments, the processor may be
configured to apply energy over each MSE for a certain
amount of time, which may be the same or different from an
amount of time for which energy is applied over another
MSE. For example, in some embodiments, all MSEs may be
applied at maximal possible power (determined, for
example, by technical limitations of the energy source
and/or an amplifier connected to or embedded in the source),
and the amount of time may differ between the differing
MSEs, such that the product of the amount of time multi-
plied by the maximal possible power is proportional (or, in
some embodiments, equal) to the coefficient (e.g., weight)
that corresponds to the particular MSE.

Similarly, in some embodiments, the processor may be
configured to apply energy over each MSE at a certain
amount of power, which may be the same or different from
an amount of power at which energy is applied over another
MSE. For example, in some embodiments, all MSEs may be
applied for a fixed duration, and the power may differ in such
a manner that the product of the time multiplied by the
power may be proportional or, in some embodiments, equal
to the coefficient that corresponds to the particular MSE. In
some embodiments, both duration and power may be
adjusted or set to apply a certain amount of energy over a
given MSE, for example, a power maximum and a time
minimum may be set, and the energy may be applied at
power which is at or below the maximum for a time that is
at or above the minimum.

FIG. 9C shows a simplified block diagram of a processor
30C configured to regulate an electromagnetic energy source
50C to apply energy to an energy application zone in
accordance with a given target energy distribution, in accor-
dance with some embodiments. Processor 30C may include,
be identical to, or be part of processor 30. Additionally or
alternatively, processor 30C may be a separate processor in
addition to processor 30.

Processor 30C may include storage 32C, for storing data,
and several processing modules for processing data, for
example, data stored in storage 32C. Storage or portion
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thereof may be integrated within processor 30C or may be
an external component in communication with processor
30C.

Optionally, storage 32C may be connected to an interface
10C, for receiving via the interface, for example, a target
energy distribution. Optionally, storage 32C may comprise
storage space 34C for storing the target energy distribution.
Storage space 34C may be continuous, segmented, or have
any other configuration known in the art of storing data
electronically.

In some embodiments, storage 32C may also have storage
space 36C, for storing a loss profile of the energy application
zone or a portion thereof. The loss profile may be sent to
storage space 36C from interface 10C. Alternatively or
additionally, processor 30 of FIG. 1 (or another processor)
may be configured to construct the loss profile as described
herein and store the loss profile in storage space 36C.

Optionally, storage 32C may also have storage space 37C,
which may store available MSEs and field patterns associ-
ated with each of the stored available MSEs. Field patterns
associated with different MSEs may be patterns obtained
with an empty energy application zone, and/or energy appli-
cation zone having a standard load in it. Optionally, these
field patterns may be used for initial estimation of the MSEs
that may be used, out of the available ones, and/or for
constructing an initial MSE combination that may result in
energy distribution similar to the one given as a target.
Optionally, storage 32C may also have a storage space 38C
for storing energy distributions obtained (e.g., measured or
detected) in the energy application zone during operation.

Processor 30C may include an MSE determination mod-
ule 42C. This module may be configured (optionally, by
running a suitable software) to determine which of the
available MSEs are to be used at any given stage of
operation (e.g., during an EM heating process). In some
embodiments, one or more of the available MSEs may be
used by default, and the MSE determination module 42C
may be omitted. In other embodiments, MSE determination
module 42C may determine which MSEs to use, for
example, based on the target energy distribution. In such
case, MSE determination module 42C may retrieve target
energy distribution data stored in storage space 34C. In some
cases, if the target energy distribution generally resembles a
field pattern associated with one or more MSEs in storage
space 37C, the MSE determination module 42C may use
such MSEs preferentially over others. For instance, if the
target energy distribution has relatively large values at the
center of the energy application zone and much smaller
values at the circumference of the energy application zone,
MSE determination module 42C may select one or more
MSEs that are associated with field patterns having maxi-
mum intensity near the center of the energy application
zone, and less MSEs associated with field patterns concen-
trated at the circumference of the zone. Alternatively or
additionally, MSE determination module 42C may select
MSEs that are relatively easier to excite and/or control, and
select other MSEs only if the more easily excited MSEs
would not provide satisfactory results.

Optionally, MSE determination module 42C may be con-
nected to control module 60C, which may control source
50C to excite the selected MSEs and optionally to measure
the energy distribution obtained in the energy application
zone as a result of that excitation. A power supply, a
modulator, an amplifier, and/or radiating element(s) (or
portions thereof), for example power supply 12, modulator
14, amplifier 16, and radiating element 18 illustrated in FIG.
1, may be parts of source 50C. The measurements may be
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carried out by one or more detector(s) 40C. It is noted that
source 50C and detector 40C may in practice be embodied
in the same parts, for example, the same radiating element
may be used for supplying energy to the energy application
zone and for measuring excited field patterns, even if not
necessarily at the same time. The results of the measure-
ments may be stored in storage space 38C.

Processor 30C may also include a discretization module
44C, configured to logically divide the energy application
zone into regions, for example, as depicted in FIG. 8A or 8B.
Optionally, discretization module 44C may divide the
energy application zone in accordance with a loss profile
stored in storage space 36C. For example, module 44C may
divide the energy application zone such that volumes char-
acterized by similar losses will be included in a single
region. In this case, module 44C may retrieve data from
storage space 36C. Alternatively or additionally, discretiza-
tion module 44C may divide the energy application zone in
accordance with the target energy distribution. For example,
module 44C may divide the zone more densely where more
abrupt energy changes are needed in order to meet the target
distribution. In this case, discretization module 44C may be
allowed to retrieve data from storage space 34C.

Processor 30C may also include an equations constructing
module 46C, configured to construct for example equations
(5) to be solved in order to obtain energy application scheme
that may result in energy distribution corresponding to the
target energy distribution. Equations constructing module
46C may define the field intensity of each of the MSEs
selected by module 42C, in each region to which the energy
application zone is divided by discretization module 44C,
and may take into account measurement results stored at
storage space 38C.

Once the equations are constructed by module 46C,
equation solving module 48C may attempt to solve the
equations, for example, by applying suitable numeric strat-
egies, as known in the art of numeric analysis per se. If the
equations are solvable, module 48C may trigger control
module 60C to regulate source 50C to excite in the energy
application zone field patterns in accordance with the solu-
tion. In some embodiments, the resulting energy distribution
may be measured by detector 40C, saved in storage space
38C, and compared to the target energy distribution by a
comparison module 52C. If the comparison is not satisfac-
tory, comparison module 52C may trigger module 42C
and/or module 44C to amend the selected MSEs and/or
discretization. If equation solving module 48C finds that the
equations are not solvable, module 48C may trigger module
42C and/or module 44C to amend the selected MSEs and/or
discretization.

In some embodiments, the amounts of energy delivered
over each MSE may be predetermined in order to achieve a
desired energy application profile. For example, the energy
application profile may call for uniform or substantially
uniform energy application throughout the object; or con-
trolled non-uniform energy application, delivering a first
amount of energy to a first region of the object, and a second
amount of energy to a second region of the object. Note that
power control and time control are not mutually exclusive.
A desired energy application profile may be achieved by
regulating both the power level and duration of application.

Some embodiments may also include a processor config-
ured to apply energy to the first region and the second region
based on energy dissipated in each region. As discussed
previously, the processor may acquire a loss profile of the
energy application zone, which represents the energy dissi-
pation properties in each region of the energy application
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zone. Acquiring the loss profile may include reconstructing
the loss profile, for example, by the method summarized in
FIG. 9A. Alternatively, the loss profile may be retrieved, for
instance, from memory or via an interface.

Since the energy absorbed in any given region is a
function of the loss profile, the processor may control energy
application to each region based on the information related
to the energy dissipation property associated with that
region. For example, if the goal of energy application is to
achieve uniform absorption of energy, the processor may, for
example, control the source to apply lower power to a region
having a higher energy dissipation; and apply higher power
to another region having a lower energy dissipation. Alter-
natively, the processor may control the source to apply
power for a shorter duration for the region having a higher
energy dissipation rate; and apply power for a longer dura-
tion for the region having a lower energy dissipation rate. In
another example, the goal may be uneven absorption of
energy. In this case, the processor may determine the desired
amount of energy to be applied to different regions having
different energy dissipation properties such that the energy
each region absorbs is in accordance with the goal.

In accordance with some embodiments, the processor
may be configured to apply energy to the first region and the
second region based on target total energy to be applied to
each region or to be or absorbed in each region. For
example, if a given region in the energy application zone is
covered by hot spots of some given field patterns, the
processor may apply energy to the region by using MSEs
corresponding to those given filed patterns to achieve an
energy application goal such that the summation of energy
(total energy) applied to the region reaches a desired
amount.

In some embodiments, when the at least one processor is
configured to apply energy over a plurality of frequencies,
an amount of energy applied may be frequency-dependent.
When the at least one processor is configured to apply
energy over a plurality of phases, the amount of energy
applied may be phase-dependent. Similarly, when the at
least one processor is configured to apply energy over a
plurality of amplitudes, the amount of energy applied may
be amplitude-dependent. Frequency, phase, and/or ampli-
tude dependency of amounts of energy applied may change
from one energy application cycle to another. For example,
each time feedback from the energy application zone is
received, the processor may determine the frequency, phase,
and/or amplitude dependency in accordance with the feed-
back. An amount of energy is considered frequency depen-
dent if the amount of energy applied over a wave having one
frequency may differ from that applied over a wave having
another frequency, while waves of the same frequencies may
apply the same amounts of energy. Similarly, an amount of
energy is considered phase dependent, if the amount of
energy applied over a wave having one phase may differ
from that applied over a wave having another phase, etc. The
processor may apply energy over a given frequency, phase,
or amplitude (or relative amplitude) by exciting one or more
electromagnetic waves having the given frequency, phase, or
amplitude (or relative amplitude), respectively.

In some embodiments, the processor may sweep the
frequency, phase, and/or amplitude of the electromagnetic
waves to change MSEs thereby altering field pattern in the
energy application zone. As the field patterns change, the
location, shape, and/or field intensity of high- and low-
intensity regions may also change. In this way, energy
delivery (application) to the object may be altered through a
processor’s selection of MSEs, (e.g., by altering variables
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such as frequency, phase, and/or amplitude). The processor
may be configured to alter an amount of energy applied to
a region a plurality of times during an energy application
cycle.

In some exemplary embodiments, the processor may
regulate the source to apply energy repetitively to the energy
application zone. For example, the processor may apply an
MSE and excite its corresponding field pattern in the energy
application zone for a predetermined time period, then apply
another MSE and excite another field pattern in the energy
application zone for another predetermined time period. The
duration of the energy application and/or the rate at which
energy is applied may vary. For example, in some embodi-
ments, energy may be applied to the energy application zone
120 times per second. Higher (e.g. 200/second, 300/second)
or lower (e.g., 100/second, 20/second, 2/second, 1/second,
30/minute) rates may be used. One of skill in the art will
understand that the energy application rate may be constant
or variable.

In some embodiments, a set of MSEs may be applied
sequentially during a period of time (herein referred to as
“MSE scanning”). As used herein, “MSE scanning” is
interchangeable with “MSE sweeping.” Both “scanning”
and “sweeping” may include changing MSEs in one dimen-
sion or multi-dimensions. For example, a one-dimensional
scanning may refer to changing MSE by changing only
frequency, phase, or amplitude. A multi-dimensional scan-
ning may refer to changing MSE by changing two or more
of frequency, phase, and amplitude, or any other variables
that may be included in an MSE. An MSE scanning may also
be repeated at a predetermined rate or after a predetermined
interval. At times, a sequence of one or more scans may be
performed, e.g., once every 0.5 seconds or once every 5
seconds or at any another rate. The MSE selection in
different scans may or may not the same.

After a given amount of energy (e.g., a predetermined
number of Joules or kilo-Joules for instance, 10 kI or less or
1 kJ or less or several hundreds of joules or even 100 J or
less) has been applied or dissipated into the load or into a
given portion of a load (e.g., by weight such as 100 g or by
percentage, such as 50% of load), a new scan may be
performed. In some cases, the amount of energy is provided
using other means, such as a readable tag (e.g., an RF/bar-
code, possibly with previous scanning information or pre-
sets) or by using temperature sensors.

In some embodiments, the rate of energy application or
the scanning rate may depend on the rate of change in
spectral information between energy applications or scans.
For example, a threshold of change in dissipation and/or
frequencies (e.g., a 10% change in sum integral) may be
provided or different change rates associated with different
energy application/scan rates, for example using a table. In
another example, what is determined is the rate of change
between energy applications/scans (e.g., if the average
change between energy applications/scans is less than the
change between the last two energy applications/scans).
Such changes may be used to adjust the period between
energy applications/scans once or more than once during
energy application process. Optionally or alternatively,
changes in the system (e.g., movement of the object or
structure for holding the object) may affect the energy
applications/scans rate (typically major changes increase the
rate and minor or no changes decrease it).

FIG. 10 is an exemplary flow chart 900X of a method for
applying electromagnetic energy to an energy application
zone according to some embodiments. In step 902X, an
object may be placed in an energy application zone. Some
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embodiments may omit this step, and are effective once the
object is in the energy application zone. The energy appli-
cation zone may support electromagnetic resonances at one
or more resonant wavelengths. For example, object 50 (or a
portion thereof) may be placed in cavity 20, which may be
a cuboid having three dimensions—length, width, and
height, each equal to 20 cm, and the wavelength of the
largest resonant wavelength is given by V2 20 em. The
largest resonant wavelength, as well as the corresponding
lowest resonance frequency, may also be found experimen-
tally, by sweeping the cavity with waves of varying frequen-
cies, and then detecting the absorption in the cavity. The first
absorption peak (or reflection deep) may correspond to the
lowest resonant frequency and the longest resonant wave-
length supported by the cavity.

In step 904X, a frequency or a set of frequencies may be
determined, at which the electromagnetic energy will be
applied to cavity 20. The source may be configured to apply
energy at particular frequencies (or wavelengths) that meet
the modal condition in the zone, e.g., where the predeter-
mined wavelength is greater than % of the largest resonant
wavelength supported by the energy application zone. In the
above example, the source may be configured to apply
energy only at wavelengths larger than V2 20/4 which is
approximately 7 cm. Such wavelengths correspond to fre-
quencies smaller than about 4.3 GHz. Depending on the
embodiment, as described earlier, a particular magnetron or
a semiconductor oscillator may be used for generating AC
waveforms at one or more predetermined frequencies. In
some embodiments, step 904X may be omitted. For
example, in some embodiments, the source of electromag-
netic energy may be configured to apply energy at known
frequencies that may or may not meet the modal condition,
and step 904X may be omitted. In some embodiments, the
processor may be configured to control dimensions of the
energy application zone, for instance, by moving a wall of
a cavity, and step 904X may be carried out each time these
dimensions change.

In step 906X, a targeted amount of energy to be applied
to a specific region in the zone may be determined. Alter-
natively or additionally, a targeted energy dissipation pattern
in the object may be determined. For example, differing
targeted amounts of energy to be applied to at least two
regions in the object may be determined. The regions and
differing amounts of energy may be specified by a user as a
function of known characteristics of the object. In some
embodiments, the regions and differing amounts of energy to
be applied or dissipated may be specified by other means,
such as a readable tag (e.g., an RF/bar-code) placed on the
object. Alternatively or additionally, the processor 30 may
be configured to sense the location of the object and energy
absorption characteristics within the object. The processor
(e.g., processor 30 or 30C) may then determine the regions
to which the targeted amounts of energy should be applied.
For example, in connection with FIG. 1, processor 30 may
determine the characteristics of object 50 using feedback
signals acquired by radiating elements 18, and detected by
detector 40.

In step 908X, a suitable MSE or a suitable energy delivery
scheme comprising two or more MSEs may be selected to
apply the electromagnetic energy to the zone, based on the
determined targeted amount of energy or targeted energy
dissipation pattern in the object. For example, processor 30
may determine frequency, phase, amplitude, or any combi-
nations thereof, of electromagnetic waves to be transmitted
into the zone.
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In step 910X, the processor may regulate the source to
apply the energy according to the selected MSE(s). The
processor may control the various parameters associated
with the MSE(s) and regulate the various components of the
source to achieve a targeted energy distribution in the energy
application zone. Exemplary controls are described in con-
nection with FIGS. 1 and 6A-6E. The processor may also
regulate the time and power during which an MSE is used
to apply energy.

In some embodiments, radiating elements may be selected
for exciting a certain mode in accordance with the position-
ing of the radiating elements in the energy application zone.
The position of the radiating element may be selected to
effectively excite a desired mode and/or to reject an unde-
sired mode. This and other optional features of some
embodiments are explained below in reference to FIGS.
11A, 11B, 11C, 12A, and 12B.

The concept of rejecting modes is illustrated with refer-
ence to FIGS. 11A and 11B, which show X-Y cross sections
of'two modes 1802 and 1806 excitable in cavity 1800. Mode
1802 is a TM, ; mode and mode 1806 is a TM,; mode. Mode
TM,, may be excitable at every frequency that is equal to or
greater than a lower cutoff frequency f;;, and TM,, may be
excitable at every frequency that is equal to or greater than
a higher cutoff frequency f,,. Thus, at intermediate frequen-
cies between f;; and f,;, TM,; may be excited without
exciting TM,,, but there is no frequency at which TM,; is
excitable and TM, is not. Therefore, if one desires exciting
TM,, at a frequency higher than f,; without exciting TM,;,
TM,, may have to be rejected. In the present discussion,
rejecting a mode may refer to preventing or substantially
decreasing the excitation of the mode.

In some embodiments, a desired mode may be excited and
an undesired mode may be simultaneously rejected by
selecting for the excitation a radiating element positioned at
or near a null of the undesired mode, and at or near a
maximum of the desired mode. A null of a mode is any
location in the energy application zone where the field
intensity of the mode is permanently (or in all phases) zero,
and a maximum of a mode is any location where the field
intensity of the mode reaches an overall maximal value at all
phases (or at every instant). A radiating element positioned
at the null of a mode does not excite the mode (regardless of
the frequency applied), and a radiating element positioned
near the null may excite the mode only to a small degree. For
example, line 1803 in FIG. 11B is a collection of null points
of mode TM,,,. Line 1803 is a cross section of a plane, which
goes along the 7 axis. This plane is referred herein as plane
1803. A radiating element positioned at any point of plane
1803 may not excite mode TM,, even at frequencies higher
than f,,.

Point 1809 in FIG. 11B is on line 1803, and therefore a
null of mode TM,,. Point 1809 is a cross section of a line,
which goes along the z axis. This line is referred herein as
line 1809. Since line 1809 within plane 1803 is not at a null
of mode TM,,(1802), mode 1802 may be excited by a
radiating element positioned at line 1809. In practice, the
radiating element may be positioned anywhere on plane
1803 without exciting mode 1806. Similarly, the radiating
element may be positioned anywhere on line 1809 to excite
mode 1802 without exciting mode 1806. In some embodi-
ments, however, the radiating elements may be positioned at
the upper (and/or lower) base of the cavity, at a position in
the XY plane.

Another way to reject a mode may include using two or
more radiating elements, positioned at two or more locations
where the magnitude of the electric field of the mode to be
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rejected is of opposite signs. For example, FIG. 12A depicts
the (normalized) magnitude of the electric field of mode
1806 along line 1805. As shown in the figure, at x=0.5
(which is a point within plane 1803), the field is zero, at
x=0.25 the field is +1 and at x=0.75 the field is —1. Thus, in
some embodiments, two radiating elements, one at x=0.25
and the other at x=0.75 (or at any other two points where the
field has opposite signs and equal magnitudes) may be
selected to radiate RF waves at the same amplitude and
phase, to cancel each other, and thus reject an undesired
mode. If the fields at the locations of the two radiating
elements have opposite signs and different absolute values,
they may still be used for rejecting the undesired mode, if,
for instance, their amplitudes are tuned such that sum of the
products of field and amplitude at each radiating element
location is zero. It is noted that while the above discussion
is focused on different points along the X axis, similar
considerations may be applied also for points having differ-
ent y values and/or z values.

In some embodiments, a desired mode may be excited by
emitting energy via two antennas that are oriented anti-
parallel to each other, or that are oriented parallel to each
other but emit waves at a phase shift of 180° between each
other, and are located at points where the field pattern has
opposite sign. Similarly, in some embodiments, modes may
be rejected by emitting energy via two antennas that are
oriented anti-parallel to each other, or that are oriented
parallel to each other but emit waves at a phase shift of 180°
between each other, and located at points where the field
pattern has the same sign.

FIG. 12B depicts the (normalized) magnitude of the
electric field of mode 1802 along line 1805. As shown in the
figure, the field is maximal at x=0.5, and the field at x=0.25
is equal (both in magnitude and in sign) to the field at
x=0.75. Thus, two antennas, one at x=0.25 and the other at
x=0.75 that emit at the same amplitude and phase may tend
to excite mode 1802. However, two antennas that are
oriented anti-parallel to each other, or that are oriented
parallel to each other but with a phase shift of 180° between
each other, may reject mode 1802. Consequently, the latter
combination of antennas and phases may excite mode TM,,
and rejects mode TMj ;.

In some embodiments, a desired and/or an undesired
mode is a resonant mode. A resonant mode may be excited
when the frequency f of the electromagnetic wave corre-
sponds to the dimensions of the energy application zone in
a manner known in the art. For example, in an energy
application zone that is a rectangular cavity, a resonant mode
may be excited when the dimension, along which the
electromagnetic wave propagates, referred to herein as h_, is
equal to N*(A\/2), where N is a whole number (e.g. 0, 1, 2,
3) and A is the wavelength, given by the equation A=c/f,
where c is the light velocity in the cavity. A resonant mode
is usually marked with three index numbers, where the third
index number is N.

When a single resonant mode is excited at a given
frequency, a great majority of the power carried with the
excitation may be carried by the resonant mode, and other
modes, which may be propagating or evanescent, may carry
a smaller portion of the power, which may be negligible.
Thus, when a single resonant mode is excited, there may be
little or no need to reject non-resonating modes.

For example, when h_=c/f,, (i.e. when N=2), the antennas
and frequency may be selected to excite mode TM,, and
there may be little need to reject, for example, mode TM,,,
because, although mode TM,, may be excitable at the
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applied frequency, it may carry only a small amount of the
power, in comparison to the amount of power carried by the
resonant mode TE,,.

Thus, in some embodiments, resonant modes may be used
for achieving a target field intensity distribution. This may
facilitate control over the excited modes, provided sufficient
bandwidth and frequency control.

In some embodiments, mode excitation may be further
facilitated, (e.g., by easing the requirements from bandwidth
and frequency control), by using a degenerate cavity. A
degenerate cavity is one in which at least one cut off
frequency is a cut off frequency of two or more modes of the
same family (e.g., two TE modes). Similarly, each resonant
frequency (except for, sometimes, the lowest one) may
excite two or more resonant modes of the same family. Some
shapes of degenerate cavities may include, for example,
cylinder and sphere.

In some embodiments, one desired resonant mode and
one or more undesired resonant modes may be excited at a
same frequency, and the non-desired modes may be rejected
as described above. For example, the same frequency that
excites mode TM,, ,, a cross section of which is shown as
1806 in FIG. 12B may excite also mode TM,,,, a cross
section of which is illustrated as 1808 in FIG. 11C. However,
if the excitation is via a radiating element positioned at a null
of mode 1808, which is not a null of mode 1806, only mode
1808 may be excited. For example, if the radiating element
radiates at frequency f,,=f,, at point 1809, shown in FIGS.
11B and 11C, only mode 1808 may be excited.

Thus, in accordance with some embodiments, there is
provided an apparatus for exciting multiple modes (e.g., 3,
4, 5, 6, 7, or higher number of modes), and may control
which of the multiple modes is effectively excited at each
given instance. The apparatus may include a processor,
configured to determine which of the multiple modes is to be
effectively excited at some instance, which may select an
excitation scheme that may effectively excite only the deter-
mined mode. The excitation scheme may include, for
example, an identification of radiating elements to partici-
pate in the excitation (and optionally shortcutting non-
selected radiating elements), setting the phase difference
between two or more the selected radiating elements, and
setting amplitude differences between them, such that the
predetermined mode may be effectively excited, and other
modes may be rejected. In some embodiments, the processor
may be configured to determine the modes to be excited so
as to excite a predetermined field pattern, for example, to
apply a first predetermined amount of energy to a first region
in the energy application zone and a second predetermined
amount of energy to a second region in the energy applica-
tion zone, wherein the first predetermined amount of energy
may be different from the second predetermined amount of
energy.

Some embodiments may further include a method for
applying electromagnetic energy to an object. Such an
energy application method may be implemented, for
example, through at least one processor implementing a
series of steps of process 900Y such as the one set forth in
the flow chart of FIG. 13.

Method 900Y of FIG. 13 may include placing an object in
a degenerate energy application zone (step 902Y). For
example, object 50 (or a portion thereof) may be placed in
cavity 20. In some embodiments, cavity 20 may include a
degenerate cavity, such as those illustrated in FIG. 2 and
FIGS. 14A-14D. In some embodiments, however, the
method may be practiced on objects already placed in the
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energy application zone. Alternatively, the energy applica-
tion zone may not include a degenerate cavity.

The method may further involve determining a dominant
mode to be excited in the energy application zone. For
example, mode 1802 may be the desired dominant mode to
be excited, as shown in FIG. 11A. The dominant mode may
be determined, for example, by receiving an instruction via
an interface, by finding a mode to be determined in a lookup
table, or deciding by any other manner on a mode to be
excited. In some embodiments, the processor may be con-
figured to determine the modes to be excited so as to excite
a predetermined field pattern, for example, to apply a first
predetermined amount of energy to a first region in the
energy application zone and a second predetermined amount
of energy to a second region in the energy application zone,
wherein the first predetermined amount of energy is different
from the second predetermined amount of energy.

In step 906Y, the antenna placement/selection strategy
may be determined. Antenna selection may be carried out,
for example, by applying no power to any non-selected
antenna. The antenna placement may be predetermined for
a specific mode excitation or may be dynamically deter-
mined during an energy application process. The desired
placement of antennas may also be achieved by selecting
one or more antennas in an antenna array. Processor 30 may
determine the selection strategy depending on a specific
mode to be excited or rejected.

The method may further involve applying electromag-
netic energy at a predetermined frequency (step 908Y) that
may effectively excite one or more modes in the energy
application zone. For example, processor 30 may regulate
the source to apply the electromagnetic energy at one or
more predetermined frequencies. In some embodiments, the
source may be configured to apply energy at resonant
frequencies of the energy application zone.

In step 910Y, processor 30 may regulate the source to
excite a dominant mode in the energy application zone. For
example, by supplying electromagnetic energy through a
specific antenna or antenna combination at particular loca-
tions, the dominant mode may be excited at a specified
purity degree, and one or more other modes may be rejected.
The purity degree may be defined, for example, by the
portion of the power applied to the energy application zone
at the mode.

FIG. 15 illustrates another exemplary process 1000 for
applying electromagnetic energy to an object in an energy
application zone. In step 1002, an object may be placed in
an energy application zone, which may be degenerate or not,
similar to step 902Y, as described above. In some embodi-
ments, the method may be practiced on objects already
placed in the energy application zone, and placing is not a
step in the method.

In step 1004, processor 30 may determine a frequency or
a set of frequencies at which electromagnetic energy may be
applied to the energy application zone. In some embodi-
ments, processor 30 may determine an MSE or a set of
MSEs at which electromagnetic energy may be applied to
the energy application zone. In some embodiments, proces-
sor 30 may first determine the lowest resonant frequency
associated with the energy application zone, based on the
geometry of the zone and optionally or alternatively based
also on experimental readings of energy reflection and
transmission from the zone at various frequencies. Processor
30 may then determine one or more frequencies based on the
lowest resonant frequency, for example, one or more fre-
quencies at or above the lowest resonant frequency. In other
embodiments, processor 30 may determine the frequencies
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as resonant frequencies of the energy application zone
based, for example, on equations associating resonant fre-
quencies to mode indexes and cavity dimensions. Addition-
ally or alternatively, the resonant frequencies may be deter-
mined by analyzing power received from the zone.
Processor 30 may also determine frequencies based on input
received via an interface, for example, user input, input from
the Internet, or input from other sources. In some embodi-
ments, one or more frequencies or MSEs may be predeter-
mined and step 1004 may be omitted.

In step 1006, processor 30 may determine one or more
antenna placement/selection strategies at each selected fre-
quency. For example, processor 30 may determine a desired
dominant mode corresponding to each of the selected fre-
quencies and determine appropriate antenna locations to
excite the desired dominant modes and/or to reject one or
more undesired modes. In some embodiments, antenna
placement/selection strategies may be predetermined and
step 1006 may be omitted.

In step 1008, processor 30 may determine a targeted
energy delivery or a targeted field pattern corresponding to
a desired energy application or delivery profile in the energy
application zone. The targeted energy delivery profile may
include a distribution of energy deliverable to the object. In
some embodiments, the targeted energy delivery profile may
be determined based on the energy absorption characteristics
or other properties associated with differing regions of the
object and/or of the energy application zone. In some
embodiments, the targeted energy delivery profile may
include differing amounts of energy at differing regions of
the object and/or of the energy application zone. For
example, if a dish placed in the energy application zone
includes vegetables on one side and meat on another side,
the targeted energy delivery profile may be determined such
that a larger amount of energy is to be delivered or applied
to the meat than to the vegetables.

A desired energy delivery profile can be achieved by
manipulating one or more MSEs to generate one or more
targeted or desired field patterns through which a desired
amount of energy may be applied to specific locations in the
cavity one by one. That is, each successive field pattern
application may apply a certain amount of energy to certain
locations within the energy application zone. After a series
of field pattern applications, the overall net time-integrated
amount of energy applied to an object or region within the
energy application zone may correspond to the desired
energy delivery profile.

In some embodiments, regions within the energy appli-
cation zone and specific amounts of energy to be applied to
those regions may be specified by a user, for example, as a
function of known characteristics of the object. Alternatively
or additionally, processor 30 may be configured to sense the
location of the object and/or energy absorption characteris-
tics within the object. Processor 30 may then determine the
regions to which energy will be applied and the targeted
amount of energy that should be applied to each region. For
example, returning to FIG. 1, processor 30 may determine
the characteristics of object 50 using feedback signals
acquired using radiating elements 18 and detector 40. Pro-
cessor 30 may then compile an energy delivery profile to
provide a certain amount of energy to the volume that
corresponds to object 50 (or even to various portions of
object 50) and another amount of energy to the volume
surrounding object 50. Processor 30 would then determine
the combination of field patterns to apply in order to provide
the desired energy delivery profile.
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In some embodiments, the targeted energy delivery profile
may be discretized according to a discretization of cavity 20,
using discretization strategies such as those shown in FIG.
8A-8C.

In step 1010, processor 30 may determine weights of the
modes to be excited in the zone, in order to achieve the
targeted energy delivery profile or targeted field patterns. In
some embodiments, processor 30 may determine weights of
the MSEs to be applied in the zone, in order to achieve the
targeted energy delivery profile or targeted field patterns.
Each combination of frequencies or MSEs, as determined in
step 1004, and antenna placement/selection, as determined
in step 1006, may be referred to as an energy delivery
scheme. Each energy delivery scheme, when executed to
regulate the source to deliver energy to the object, may
excite a mode or a combination of modes in the energy
application zone. Processor 30 may predict the field distri-
butions of these modes through testing, simulation, or ana-
Iytical calculation. For example, an | matrix may be con-
structed which records the various modes in a discretized
manner.

In step 1012, processor 30 may regulate the source to
apply energy to the object according to the determined
energy delivery schemes (e.g., combinations of frequencies
and/or other MSEs and optionally antenna placement and/or
selection strategies), and weights. For example, the source
may be regulated as described in connection with FIGS. 6A
to 6E.

The utilization of antenna location to excite or reject
modes may significantly enhance the noise immunity and
resolution capability of the spatially controlled energy deliv-
ery technique. By using one or more antennas placed in
specific positions relative to the desired or undesired modes,
an additional degree of freedom may be available to control
energy delivery.

Some embodiments may include an apparatus for exciting
a target electromagnetic field intensity distribution in an
energy application zone. The target electromagnetic field
intensity distribution may be almost “arbitrary,” as it may be
a linear combination of a large number of modes or other
linearly independent field patterns. For example, the appa-
ratus may be configured to excite in the energy application
zone five modes. Considering that each mode may have a
weight between 0 and 1, the various linear combinations
may result in thousands of different field intensity distribu-
tions. For instance, if the number of available weights that
may be associated with each of the five modes is 5, the
number of different linear combinations is about 3000.
Examples of numbers of modes that may be used include
any number larger than 1. However, since larger number of
modes allows better fit to more diverse target field intensity
distribution, larger number of modes may be advantageous.
On the other hand, exciting a large number of modes, each
in a relatively pure form, may be more challenging. Thus, in
some embodiments, the number of available modes may be
between 3 and 10, for example, 3, 4, 5, 6, or 7.

In some embodiments, a target field intensity distribution
may be non-uniform, for example, the target field intensity
distribution may include a first field intensity at a first region
and a second field intensity, at a second region. The differ-
ence between the field intensities in the two regions may be
larger than a threshold value. For example, the difference
may be larger than 10%, 20%, 50%, or any other difference
which may be meaningful for the application at hand.

In some embodiments, the apparatus may comprises a
processor (e.g., processor 30 or 30C) that, in operation, may
select one or more field patterns, from multiple electromag-
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netic field patterns available to the processor, those that take
place in exciting a given target field intensity distribution.
The available field patterns may depend on the available
MSEs, as usually each MSE is associated with a field
pattern. The field patterns or corresponding MSEs may be
selected by the processor based on the target electromag-
netic field intensity distribution. For example, the processor
may assign weights to the various field patterns such that the
sum of the weighted field patterns is equal to the target field
intensity distribution, at least within some specified toler-
ance. The selected field patterns may be only those that have
a weight larger than some minimal threshold. In some
embodiments, the modes are first selected, for example,
based on comparison between their symmetry characteris-
tics and the symmetry characteristics of the target distribu-
tion, and only the selected modes, for example, those having
the adequate symmetry, may be selected and weighted.

In some embodiments, the processor may cause excitation
of the selected field patterns, optionally, in accordance with
their weights. Exciting field patterns in accordance with
their weight may include exciting each of them to a time
period proportional to the weight, at power level propor-
tional to the weight, at power level and for time duration that
their product (power multiplied by time) is proportional to
the weight, or otherwise. The proportionality factor, for
instance, between time duration and weight, may be the
same for all of the modes.

In some embodiments, the processor may determine the
target field intensity distribution. For example, the processor
may receive indicators as to the target field intensity distri-
bution via an interface. The indicators may include, for
instance, characterizations of an object to be heated in the
energy application zone, and the processor may determine
the target field intensity using a lookup table arranged in
accordance with these characterizations. In another
example, the processor may receive a desired field intensity
distribution, and convert it into a target field intensity
distribution, for instance, by smoothing. In some embodi-
ments, the processor may acquire the target field intensity
distribution or an indication thereof via one or more readable
tags (e.g., an RFID or a bar-code, etc.) associated with the
object.

In some embodiments, several radiating elements may be
available for the processor for excitation of the field patterns,
and the processor may select one or more of them for
exciting each of the selected field patterns. In some embodi-
ments, the number of available radiating elements is at least
as large as the number of available modes. For example,
three or more radiating elements may be available for
exciting 3 modes. Having at least one radiating element per
mode may be useful in rejecting un-desired modes that may
be excited in the energy application zone by the radiating
elements if not rejected.

The selection of modes (or other linearly independent
field patterns) may be, for example, based on the position of
the available radiating elements. Optionally, the selection
may be based on the aforementioned positions and on the
field value of the field pattern to be excited in the position
of the radiating element, for example, as discussed above. In
some embodiments, the field patterns, excited to obtain the
target field intensity distribution, are predetermined. For
example, the processor may have presets of MSEs, each
corresponding to one of the available modes, and all the
excited field patterns may be linear combinations of these
modes. Upon assigning the weights to the various modes,
the processor may cause an electromagnetic source to sweep
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over the preset MSEs with the assigned weights, thus
exciting in the energy application zone the target field
intensity distribution.

FIG. 16 is a flowchart of a method 1600 of exciting a
target electromagnetic field intensity distribution in an
energy application zone according to some embodiments. As
shown in the figure, method 1600 may include selecting one
or more field patterns, as indicated in step 1602. The
selection may be based on a target electromagnetic field
intensity distribution. The selection may be from multiple
electromagnetic field patterns. The electromagnetic field
patterns may be predetermined. Additionally or alterna-
tively, the electromagnetic field patterns may include at least
three modes or other linearly independent field patterns.
Optionally, the electromagnetic field patterns include also
some linear combinations of the three modes. In some
embodiments, step 1602 is carried out by a processor.

Method 1600 may also include a step of weighting the
selected field patterns (1604). The weighting may be such
that the sum of the field intensity distributions of the
weighted field patterns equals to the target field intensity
distribution, for example, to apply a first predetermined
amount of energy to a first region in the energy application
zone and a second predetermined amount of energy to a
second region in the energy application zone. In some
embodiments, the first predetermined amount of energy may
be different from the second predetermined amount of
energy.

Method 1600 may also include a step of exciting the one
or more selected field patterns (1606). This excitation may
be according to their weights. The process may include,
optionally, as part of excitation step 1606, selecting one or
more radiating elements for exciting each of the selected
field intensity distributions. The selection may be based on
the position of the selected (or not selected) radiating
element, and in some embodiments also on the relationship
between this position and the field value of the field pattern
at the aforementioned position.

In the foregoing Description of Exemplary Embodiments,
various features are grouped together in a single embodi-
ment for purposes of streamlining the disclosure. This
method of disclosure is not to be interpreted as reflecting an
intention that the claims require more features than are
expressly recited in each claim. Rather, as the following
claims reflect, inventive aspects lie in less than all features
of a single foregoing disclosed embodiment. Thus, the
following claims are hereby incorporated into this Descrip-
tion of the Exemplary Embodiments, with each claim stand-
ing on its own as a separate embodiment.

Moreover, it will be apparent to those skilled in the art
from consideration of the specification and practice of the
present disclosure that various modifications and variations
can be made to the disclosed systems and methods without
departing from the scope of the claims. Thus, it is intended
that the specification and examples be considered as exem-
plary only, with a true scope of the present disclosure being
indicated by the following claims and their equivalents.

What is claimed is:

1. An apparatus for applying electromagnetic energy in a
radio frequency (RF) range to an object in an energy
application zone via at least one radiating element, the
apparatus comprising:

at least one processor programmed to:

determine locations of a first region and a second
region in the energy application zone;

regulate a source in order to apply a first predetermined
amount of RF energy to the first region in the energy
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application zone and a second predetermined amount
of RF energy to the second region in the energy
application zone;

cause application of two or more field patterns in the
energy application zone, each of the field patterns
having at least one high-intensity region and at least
one low-intensity region, wherein field intensities
associated with high-intensity regions are higher
than field intensities associated with low-intensity
regions;

select at least one of the field patterns whose at least
one high-intensity region coincides with a location of
at least a portion of the object; and

cause application of the selected at least one of the field
patterns to the energy application zone.

2. The apparatus according to claim 1, wherein the first
predetermined amount of energy is different from the second
predetermined amount of energy.

3. The apparatus according to claim 1, wherein the at least
one processor is programmed to apply energy only at
frequencies that are smaller than four times of a lowest
resonant frequency supported by the energy application
zone.

4. The apparatus according to claim 1, wherein the at least
one processor is programmed to distinguish between loca-
tions of the first region and the second region.

5. The apparatus according to claim 1, wherein the first
and second regions have addresses that are stored in different
locations in a memory unit connected to the at least one
processor.

6. The apparatus according to claim 1, wherein the at least
one processor is programmed to control the source in order
to selectively generate a plurality of differing electromag-
netic field patterns in the energy application zone, and
wherein the processor is programmed to select at least one
electromagnetic field pattern from the plurality of electro-
magnetic field patterns.

7. The apparatus according to claim 6, wherein the at least
one processor is programmed to regulate the source in order
to apply the selected electromagnetic field patterns with
different weightings.

8. The apparatus according to claim 7, wherein the
weightings of the field patterns are associated with amounts
of energy to be applied at the corresponding field patterns.

9. The apparatus according to claim 7, wherein the
weightings of the field patterns are associated with time
durations over which energy is to be applied at the corre-
sponding field patterns.

10. The apparatus according to claim 7, wherein the
weightings of the field patterns are associated with power
levels at which energy is to be applied at the corresponding
field patterns.

11. The apparatus according to claim 6, wherein the at
least one processor is programmed to sequentially select
multiple differing electromagnetic field patterns.

12. The apparatus according to claim 1, wherein the at
least one processor is programmed to apply energy to the
first region and the second region based on an indication of
the energy dissipated in each region.

13. The apparatus according claim 1, wherein the source
is configured to supply electromagnetic energy through a
plurality of radiating elements, and wherein the at least one
processor is programmed to regulate the source to supply
energy with differing amplitudes simultaneously to at least
two radiating elements.

14. The apparatus according to claim 1, wherein the at
least one processor is programmed to control the source so
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that an amount of energy applied to the first region differs
from an amount of energy applied to the second region, and
energy absorbed in the first region is substantially the same
as the energy absorbed in the second region.

15. The apparatus according to claim 1, wherein the at
least one processor is programmed to regulate the source to
apply energy over a plurality of frequencies, and wherein an
amount of energy applied is frequency-dependent.

16. The apparatus according to claim 15, wherein the at
least one processor is programmed to change the frequency
dependency of the amount of energy a plurality of times
during an energy application cycle.

17. The apparatus according to claim 1, wherein the at
least one processor is programmed to regulate the source to
apply energy over a plurality of phases, and wherein an
amount of energy delivered is phase-dependent.

18. The apparatus according to claim 17, wherein the at
least one processor is programmed to change the phase
dependency of the amount of energy a plurality of times
during an energy application cycle.

19. The apparatus according to claim 1, further compris-
ing the energy application zone and at least one radiating
element.

20. The apparatus according to claim 19, further com-
prising the source of electromagnetic energy.

21. The apparatus according to claim 1, further compris-
ing the source of electromagnetic energy.

22. The apparatus of claim 1, wherein the at least one
processor is programmed to:

determine the locations of the first region and the second

region in the energy application zone based on input
information received from a user.

23. The apparatus of claim 1, wherein the at least one
processor is programmed to:

determine the locations of the first region and the second

region in the energy application zone based on input
information received from one or more detectors that
are in, around, or in the vicinity of the energy appli-
cation zone.

24. An apparatus for applying electromagnetic energy in
a radio frequency (RF) range to an object in an energy
application zone via at least one radiating element, the
apparatus comprising:

at least one processor programmed to:

determine locations of a first region and a second
region in the energy application zone;

regulate a source in order to apply a first predetermined
amount of RF energy to the first region in the energy
application zone and a second predetermined amount
of RF energy to the second region in the energy
application zone;

determine information indicating a spatial location of
the object in the energy application zone;

identify a first field pattern having a first high-intensity
region corresponding to a first area of the spatial
location of the object;

identify a second field pattern having a second high-
intensity region corresponding to a second area of
the spatial location of the object, wherein the first
area is different from the second area; and

control the source to apply the first field pattern and the
second field pattern to the energy application zone.

25. The apparatus according to claim 24, wherein the at
least one processor is programmed to determine locations of
the first and the second regions in the energy application
zone in accordance with the first and the second areas.
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26. The apparatus according to claim 24, wherein the at
least one processor is programmed to:

control the source in order to selectively generate a

plurality of differing electromagnetic field patterns in
the energy application zone;

select at least one electromagnetic field pattern from the

plurality of electromagnetic field patterns; and
regulate the source in order to apply the selected electro-
magnetic field patterns with different weightings.

27. The apparatus according to claim 26, wherein the
weightings of the field patterns are associated with at least
one of:

amounts of energy to be applied at the corresponding field

patterns;

time durations over which energy is to be applied at the

corresponding field patterns; or

power levels at which energy is to be applied at the

corresponding field patterns.

28. The apparatus according to claim 26, wherein the at
least one processor is programmed to sequentially select
multiple differing electromagnetic field patterns.

29. The apparatus according to claim 24, wherein the at
least one processor is programmed to apply energy to the
first region and the second region based on an indication of
the energy dissipated in each region.

30. The apparatus according claim 24, wherein the source
is configured to supply electromagnetic energy through a
plurality of radiating elements, and wherein the at least one
processor is programmed to regulate the source to supply
energy with differing amplitudes simultaneously to at least
two radiating elements.

31. The apparatus according to claim 24, wherein the at
least one processor is programmed to control the source so
that an amount of energy applied to the first region differs
from an amount of energy applied to the second region, and
energy absorbed in the first region is substantially the same
as the energy absorbed in the second region.

32. The apparatus according to claim 24, wherein the at
least one processor is programmed to:

regulate the source to apply energy over a plurality of

frequencies, wherein an amount of energy applied is
frequency-dependent; and

change the frequency dependency of the amount of

energy a plurality of times during an energy application
cycle.

33. The apparatus according to claim 24, wherein the at
least one processor is programmed to:
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regulate the source to apply energy over a plurality of
phases, wherein an amount of energy delivered is
phase-dependent; and
change the phase dependency of the amount of energy a
plurality of times during an energy application cycle.
34. The apparatus of claim 24, wherein the at least one
processor is programmed to:
determine the locations of the first region and the second
region in the energy application zone based on at least
one of:
input information received from a user; or
input information received from one or more detectors
that are in, around, or in the vicinity of the energy
application zone.
35. An apparatus for applying electromagnetic energy in
a radio frequency (RF) range to an object in an energy
application zone via at least one radiating element, the
apparatus comprising:
at least one processor programmed to:
cause application of two or more field patterns in the
energy application zone, each of the field patterns
having at least one high-intensity region and at least
one low-intensity region, wherein field intensities
associated with high-intensity regions are higher
than field intensities associated with low-intensity
regions, and
select at least one of the field patterns whose at least
one high-intensity region coincides with a location of
at least a portion of the object, and
cause application of the selected at least one of the field
patterns to the energy application zone.
36. An apparatus for applying electromagnetic energy in
a radio frequency (RF) range to an object in an energy
application zone via at least one radiating element, the
apparatus comprising:
at least one processor programmed to:
determine information indicating a spatial location of
the object in the energy application zone;
identify a first field pattern having a first high-intensity
region corresponding to a first area of the spatial
location of the object;
identify a second field pattern having a second high-
intensity region corresponding to a second area of
the spatial location of the object, wherein the first
area is different from the second area; and
control the source to apply the first field pattern and the
second field pattern to the energy application zone.

#* #* #* #* #*



